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a  b  s  t  r  a  c  t

This  study  presents  a pilot-scale  spray  drying  system  designed  to manufacture  spherical  mesoporous
silica  particles  (MSP)  that  is  capable  of  producing  up  to  100  g  per  hour.  The  MSP  fabricated  via  a  noz-
zle  pressure  of  4 kg/cm2 and a drying  temperature  of 200 ◦C possess  a high  specific  area  of  1012  m2/g,
a  narrow  pore  size  distribution  with  an average  pore  diameter  of 2.4  nm,  and  large  pore  volume  of
0.81  cm3/g.  They  were  further  modified  with  a tetraethylenepentamine  (TEPA-MSP)  to  enhance  CO2

adsorption  selectivity  from  gas  streams.  The  adsorption  capacity  of  15%  CO2 on TEPA-MSP  was  signifi-
cantly  influenced  by adsorption  temperature  and  water  vapor  of  air streams,  and  reached  a  maximum  of

◦

O2 adsorption
pherical mesoporous silica particles
ilot-scale

87.05  mg/g  (1.98  mmol/g)  at 60 C and  129.19  mg/g  (2.94  mmol/g)  at a water  vapor  of  6.98%.  The adsorp-
tion  capacities  and  the  physicochemical  properties  of  TEPA-MSP  were  preserved  through  20  cycles  of
adsorption–desorption  operation.  A  comparative  study  revealed  that  the  TEPA-MSP  had  better  adsorp-
tion  performance  of  15%  CO2 than  the  TEPA-modified  granular  activated  carbon  and  zeolite.  These  results
suggest  that  the TEPA-MSP  can  be  stably  employed  in  the  prolonged  cyclic  CO2 adsorption  and  that  they

r CO2
possess  good  potential  fo

. Introduction

The issue of global warming caused by the burning of fossil fuels
as attracted much attention after the Kyoto Protocol came into
ffect on February 16, 2005. Taiwan emitted approximately 265
illion tons of carbon dioxide (CO2) into the atmosphere in 2006

1]. The major anthropogenic sources of CO2 emission include coal-
red power plants, steel plants, and cement plants.

Application of CO2 capture, utilization, and storage (CCUS)
echnologies on flue gas is considered to be a useful method of
essening global warning [2]. Several CO2 capture technologies
ncluding absorption, adsorption, cryogenics, membranes and so
orth, have been developed [3,4]. Among them, the design of a
ull-scale adsorption process might be feasible and therefore the
evelopment of a promising material that would adsorb CO2 with

 high capacity and able to be regenerated with low energy input
ill undoubtedly enhance the competitiveness of an adsorptive

eparation system in a flue gas application [5].  Low-temperature
olid adsorbents reported in the literature [6,7] include physical

dsorbents (carbon-based materials [8–12], zeolites [13–20]
nd metal organic frameworks [21–25]), amine-loaded carbons
26–30] and amine-loaded silicas [31–41].  Even though each family

∗ Corresponding author. Tel.: +886 4 22852483; fax: +886 4 22862587.
E-mail address: clu@nchu.edu.tw (C. Lu).

169-4332/$ – see front matter ©  2012 Elsevier B.V. All rights reserved.
ttp://dx.doi.org/10.1016/j.apsusc.2012.03.140
capture  from  flue  gas.
© 2012 Elsevier B.V. All rights reserved.

of adsorbents has its advantage; most of them were manufactured
in the laboratory-scale system and commonly have an output
of only several milligrams per hour. Therefore, it is necessary to
increase the production rate of these adsorbents and test their
performance on CO2 adsorption before they can be employed in
practical field applications.

The spray drying system provides a simple means to contin-
uously manufacture mesoporous silica materials, and it can be
preceded at a wide range of industrial production scale. Sev-
eral studies have been conducted to investigate the effects of
spray-drying parameters such as the surfactant concentration,
the water fraction and the gas flow on the properties of meso-
porous silica materials in the laboratory-scale production [42–44].
However, limited researches have been carried out on MSPs
synthesized by the pilot-scale spray drying system for the CO2
adsorption.

In this study, the spherical mesoporous silica parti-
cles (MSP) was manufactured by a pilot-scale spray drying
system and further modified by tetraethylenepentamine
(H2NC2H4NHC2H4NHC2H4NHC2H4NH2, abbreviated as TEPA)
to enhance their adsorption selectivity of CO2 from gas streams
in the 30–70 ◦C. Cyclic CO2 adsorption on TEPA-MSP via a ther-

mal/vacuum swing operation was conducted to evaluate their
repeated availability in the prolonged cyclic CO2 adsorption.
Effects of water vapor in the gas stream on CO2 adsorption were
also investigated and discussed.

dx.doi.org/10.1016/j.apsusc.2012.03.140
http://www.sciencedirect.com/science/journal/01694332
http://www.elsevier.com/locate/apsusc
mailto:clu@nchu.edu.tw
dx.doi.org/10.1016/j.apsusc.2012.03.140
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. Materials and methods

.1. Preparation of the adsorbents

Precursors were prepared by dissolving tetraethyl orthosilicate
TEOS), cetyltrimethyl ammonium bromide (CTAB), ethanol, and
ydrochloric acid (HCl) into deionized water and then stirring the
ixture for 30 min. TEOS was used as the silica source while CTAB
as used as the structure-directing template. The molar composi-

ion of the precursors was TEOS: 0.18 CTAB: 10 ethanol: 0.008 HCl:
0 H2O [45,46].

Fig. 1 shows a schematic diagram of the pilot-scale spray drying
ystem for manufacture of MSP. The pilot-scale spray drying sys-
em consists of (1) a spray drying reactor for the nebulization of
recursors, (2) a reaction tower for the self-organization of par-
icles by solvent evaporation, and (3) a cyclone and a bag filter
or collection of products. The droplet diameters of sprayed pre-
ursor were in 7–8 �m when the flow rate of liquid precursor
nd the flow rate of compressed air were controlled at 15 mL/min
nd 150 L/min, respectively. The nozzle pressure was  evaluated in
–5 kg/cm2 range while the drying temperatures of reaction tower
or solvent removal from the self-organizing particles were tested
n 150–250 ◦C. The resulting MSP  were carried by clean air, passed
hrough a HEPA filter at 1.5 m3/min, and collected by the cyclone
r bag filter. Finally, the collected MSP  were calcined at 550 ◦C for

 h in a muffle furnace to remove the surfactant template. This fab-
ication method is capable of producing calcined MSP at a rate of
00 g per hour.

Five grams of MSP  were dispersed into flasks containing TEPA
olution (5 g of 99% TEPA + 50 g of ethanol). After the mixture was
tirred for 2 h at room temperature and filtered through a 0.45 �m
ber filter, the filtrated solid was removed to an oven to evapo-
ate ethanol at 80 ◦C for 10 h and then evaporate water at 100 ◦C
or 2 h. Finally, the mixture was pretreated by purging pure N2 gas
n a furnace at 80 ◦C for 2 h to extract water and ethanol molecules
rom the inner pores of MSP. Thermal analyses of MSP  before and
fter TEPA modification by a thermogravimetric analyzer (TGA)
ndicated that the amount of TEPA grafted on the final product

as about 50 wt%. Different TEPA-loaded MSP  samples were also
repared by the same modification procedure.

To compare the CO2 adsorption performance of MSP  with other
ommercially available adsorbents, granular active carbon (GAC,
PL, Calgon Carbon Co., China) and mordenite zeolite (CBV21,
eolyst International, USA) were selected because of their wide use
or the removal of volatile organic compounds from waste gases.
he surface area, pore volume, and average pore diameter, respec-
ively, are 969 m2/g, 0.2 cm3/g and 2.6 nm for GAC and 214 m2/g,
.16 cm3/g, and 40 nm for zeolite. They were functionalized with
he TEPA mixture under the same modification procedure.

.2. Adsorption experiments

The CO2 adsorption experiments were conducted in a cylindrical
yrex glass column having a total height of 16 cm and an internal
iameter of 1.27 cm.  The column was filled with 5.0 g of adsor-
ents equivalent to a packing height of 7 cm and placed within a
emperature-controlled furnace. Because the best location for CO2
dsorption in a coal-fired power plant to take place is after the flue
as desulfurization (FGD) and before the stack [3],  the tested tem-
erature was selected from 30 to 70 ◦C (in 10 ◦C increments), which
overs the typical temperature range of 45–55 ◦C in the post-FGD.
he SO2 and NOX concentrations in the post-FGD were low (typi-

ally less than 100 ppmv) and their effects on CO2 adsorption were
hus not considered. The gas stream was kept dry with the excep-
ion of during the moisture effect study, in which the water vapor
ange of 0–17.4 vol% was tested at 60 ◦C. The selection of this water
ience 258 (2012) 6943– 6951

vapor range nearly covers the typical range of 8–12% in the flue gas
[47]. Wet  flow was  obtained by dispersing the gas stream through
a humidifier in which water bath was controlled at 60 ◦C.

Compressed air was  first passed through a silica gel air dryer
to remove moisture and oil and was  then passed through a HEPA
filter (Gelman Science, Ann Arbor, MI)  to remove particulates. Two
mass flow controllers (MKS Instruments Inc., Andover, MA) were
employed to control the influent CO2 concentration by regulating
the flow rates of pure CO2 and clean air (diluting gas) entering
the mixing chamber. The influent and effluent gas streams were
passing through a CO2 analyzer for online measurement and the
associated concentrations (Cin and Ceff) were expressed in terms of
percent in volume. All of the experiments were repeated twice, and
only the mean values were reported.

The Cin was in the range of 5–50%, which was selected to be rep-
resentative of different CO2 concentrations in combustion gases
from many kinds of industrial activities such as coal-fired power
plants (12–14%), cement plants (14–33%) [48], or coal gasification
system (30–35%) [49]. The influent flow rate (Qin, L/min) was con-
trolled at 0.1 L/min equivalent to an empty-bed retention time of
12.2 s. The adsorption capacity of CO2 (qt, mg/g) at a certain time
(t, min) was estimated as

qt = 1
m

∫ t

0

(QinCin − QeffCeff)dt (1)

where m is the dry weight of virgin adsorbents (g) and Qeff is
the effluent gas flow rate (L/min). Integrating Eq. (1) from t = 0 to
equilibrium time (te) when Ceff reaches Cin gives the equilibrium
capacity of the adsorbents (qe, mg/g). Blank tests (without adsor-
bents) were also conducted with various Cin. The qt of the blank
was eliminated from the qt of the adsorbents.

2.3. Cyclic adsorption experiments

The adsorption process was  operated at 60 ◦C and with a Cin
of 15%. As the CO2 adsorption reached equilibrium, the qe was
measured. A combination of thermal desorption at 75 ◦C and vac-
uum desorption at 0.145 atm was  used by changing the influent
gas to purified air and operating the system at 0.08 L/min for
240 min. Thermal desorption utilizes heat to increase the evap-
oration of CO2 such that they can be removed (separated) from
the surface of spent adsorbents while vacuum desorption with
purified air creates a pressure/concentration gradient that induces
adsorbed CO2 to be removed from the surface of spent adsorbents.
Cyclic CO2 adsorption on TEPA-MSP was  conducted for 20 cycles of
adsorption-regeneration operation.

2.4. Analytical methods

CO2 concentration was  measured using a CO2 analyzer (Model
2820, Bacharach Inc., UK). The surface morphologies of the adsor-
bents were characterized via a field emission scanning electron
microscope (SEM, model JEOL JSM-6700, Tokyo, Japan) and a high-
resolution transmission electron microscopy (TEM, model JEOL
JEM-2010, Tokyo, Japan). The physical properties of the adsor-
bents were determined by N2 adsorption/desorption at 77 K via
a Micromeritics ASAP 2020 volumetric sorption analyzer (Nor-
cross, GA). N2 adsorption/desorption isotherms were measured at
a relative pressure (PN2/P0) range of 0.0001–0.99 and employed
to determine surface area, pore volume, and average pore diam-
eter via the Barrett–Johner–Halenda (BJH) equation for pore size

of 1.7–100 nm.  The crystal phase of the adsorbents was character-
ized by a powder X-ray diffractometer (XRD, Mac Science Co. Ltd.,
Japan) using Cu K� radiation (40 kV, 30 mA). The thermal stability
of the adsorbents was determined by a TGA (TGA i1000, Instrument
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Fig. 1. Diagram of the pilot-sc

pecialists Inc., Twin Lakes, WI)  at a heating rate of 10 ◦C/min
rom 30 to 800 ◦C. The surface functional groups of the adsorbents
ere evaluated by a Fourier transform infrared (FTIR) spectrome-

er (Spectrum 100FTIR Spectrometer, PerkinElmer, Waltham, MA)
sing the KBr method. The temperature and water vapor in the
as stream was measured by a temperature/relative humidity
ensor (Rotronic Hygromer M130D, Rotronic Co., Ltd., Zurich,
witzerland).

. Results and discussion

.1. Characterizations of MSP  and TEPA-MSP

Nozzle pressure and drying temperature are important oper-
ting parameters to synthesize MSP  in the spray-drying process
50] and their effects on the morphology of MSP  were evaluated by
EM analysis (Fig. 2). It is seen from Fig. 2(a) and (b) that hollow,
ushroom-like deformed and crushed particles were formed at

ozzle pressures of 2 and 3 kg/cm2. However, if the nozzle pressure
ncreased to 4 or 5 kg/cm2, nearly spherical particles were formed
s shown in Fig. 2(c) and (d). When the drying temperature of 250 ◦C
as employed, disrupted particles were observed in Fig. 2(e) likely

ecause of rapid solvent evaporation [51], which show lower sur-
ace area and smaller pore volume than those fabricated at a drying
emperature of 200 ◦C.

Table 1 reports the physical properties of MSPs fabricated via
arious nozzle pressures and drying temperatures and their corre-
ponding equilibrium adsorption capacity (qe) of 15% CO2 at 60 ◦C.
t is clear that the nozzle pressure showed insignificant effects on
urface area, pore volume and average pore diameter of MSP. How-
ver, the average particle size of MSP  decreased from 8.7 to 3.0 �m
s the nozzle pressure increased from 2 to 5 kg/cm2 at a drying
emperature of 200 ◦C. The physical properties of MSP  appeared
o have no direct correlation with the drying temperature but
he MSP  fabricated via a drying temperature of 200 ◦C displayed
igher surface area, pore volume and average pore diameter than
hose fabricated via drying temperatures of 150 and 250 ◦C. The
e of MSP  increased with the nozzle pressure in 2–4 kg/cm2 but
ecreased with the nozzle pressure in 4–5 kg/cm2. The qe of MSP

abricated via a drying temperature of 200 ◦C was  much higher
han those fabricated via drying temperatures of 150 and 250 ◦C
ikely because of higher surface area, pore volume and average pore
iameter.
stem for manufacture of MSP.

Above results indicated that the MSP  fabricated via nozzle
pressure of 4 kg/cm2 and drying temperature of 200 ◦C (Sample
no. 3) not only possess good physical properties but also give
the highest qe and they were thus selected as CO2 adsorbents
to further study their physicochemical properties and cyclic CO2
adsorption.

Fig. 3 exhibits the TEM images of MSP  and TEPA-MSP. As
observed from Fig. 3(a) and the previous SEM image of Fig. 2(c),
the morphology of MSP  is in well shaped spherical particles with
particle sizes ranged from a few hundred nanometers to several
micrometers. The structure of well-ordered MSPs can be seen from
Fig. 3(b), which shows self-assembled hexagonal structure. The
pore channels of MSP  were constructed and arranged in a two-
dimensional orientation to fit into the spherical shape of MSP
during the self-assembly stage. After TEPA modification, the TEM
image shown in Fig. 3(c) reveals less obvious mesopore structure
because TEPA was occupied on the surface of MSP.

Fig. 4 exhibits the pore size distributions of MSP  and TEPA-MSP.
It is noted that the pore volumes of MSP  and TEPA-MSP mainly
appeared in the pore size of 2–3 nm and 1–3 nm,  respectively. This
reflects that both samples have narrow pore size distribution.

Fig. 5 presents the N2 adsorption/desorption isotherm curves
of MSPs and TEPA-MSP. It is evident that the TEPA-MSP showed
lower adsorption capacities of N2 than the MSP, reflecting that less
amounts of porosity within TEPA-MSP likely because of the grafting
of TEPA on their surface. The isotherm curves of MSP  displayed a
type IV shape based on IUPAC classification [52], exhibiting a rapid
rise in N2 adsorption capacity up to a P/P0 of 0.35, which is the
evidence of capillary condensation of N2 molecules in the primary
mesopores. This is typical characteristics for mesoporous solid par-
ticles. The isotherm curves of TEPA-MSP are approximately type I,
which is classified as the Langmuir type adsorption and is charac-
terized by the formation of a complete monolayer. After an increase
up to a P/P0 of 0.02, the isotherm curves exhibit a small increment
with P/P0, indicating a narrow pore size distribution. The adsorp-
tion and desorption curves coincide with each other, implying the
absence of adsorption hysteresis [53].

Surface area, pore volume, and average pore diameter respec-
tively are 1012 m2/g, 0.81 cm3/g, and 2.40 nm for MSP  and

91.33 m2/g, 0.057 cm3/g, and 2.49 nm for TEPA-MSP. It is noted
that surface area and pore volume of MSP  significantly decreased
after TEPA modification, probably because of the partial blockage of
pore entrance by the formation of amine functional groups on their
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Fig. 2. SEM images of MSP  manufactured under various nozzle pressures and drying temperatures. (a) P = 2, (b) P = 3, (c) P = 4, (d) P = 5 kg/cm2 at 200 ◦C, and (e) P = 4 kg/cm2

at 250 ◦C.

Table 1
Effects of nozzle pressure and drying temperature on the physical properties of MSP  and their adsorption capacities of CO2.

Sample no. Nozzle pressure (kg/cm2) Drying temperature (◦C) SBET (m2/g) VP (cm3/g) dBJH (nm) Average particle size (�m) qe (mg/g)

1 2 200 1010 0.82 2.5 8.7 4.5
2  3 200 1008 0.80 2.5 7.5 5.5
3 4  200 1012 0.81 2.4 3.2 7.0
4 5  200 1008 0.79 2.4 3.0 6.3
5  4 150 948 0.54 2.1 – 1.6
6 4  250 920 0.35 2.0 3.1 1.5
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xternal and internal surface. Similar findings have been reported
n the literature for various amine-modified silica adsorbents [36].

Fig. 6 displays the XRD patterns of MSP  and TEPA-MSP. The
1 0 0) diffraction peak located at 2� = 2.8–3.0◦ are clearly observed
or both samples, indicating the evidence of ordered mesoporous
tructure [45]. The intensity of the diffraction peak became weaker
fter TEPA modification probably because of layers of TEPA grafted

n their surface that reduced their well ordered-pore structure.

Fig. 7 presents the TG profiles of MSP  and TEPA-MSP. The TG
rofile of MSP  showed a weight loss close to 5% below 110 ◦C,
hich could be attributed to the evaporation of adsorbed water. As
Pore size (nm)

Fig. 4. Pore size distributions of MSP  and TEPA-MSP.

the temperature exceeded 110 ◦C, the weight loss became insignif-
icant and a remaining weight of 93.8% was  observed at 800 ◦C.
The TEPA-MSP had a broader temperature range for weight loss,
and exhibited four main weight loss regions. The first weight loss
region (<80 ◦C) is due to the evaporation of adsorbed water. The sec-
ond region (80–185 ◦C) displayed a remarkable weight loss, which
can be mainly attributed to the volatilization or thermal degrada-
Relative pressure (P/P0)

Fig. 5. Nitrogen adsorption (solid line) and desorption (dash line) isotherms of MSP
and TEPA-MSP.
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nd a remaining weight of 46.1% was obtained at 800 ◦C. The TEPA
emonstrated thermal stability up to 80 ◦C, suggesting that regen-
ration of spent TEPA-MSP should be conducted at temperatures
elow 80 ◦C.

Fig. 8 shows the IR spectra of MSP  and TEPA-MSP. The IR
pectrum of MSP  displays significant bands at 3450, 1637, and
080 cm−1. These bands are related to O H stretching vibra-
ions of the hydrogen-bonded silanol groups, H O H bend, and
i O Si asymmetric stretching vibrations, respectively [55,56].
he IR spectrum of TEPA-MSP exhibits significant bands at 3450,
270, 2950, 2834, 1643, 1570, 1477, 1312, and 1080 cm−1. The
ands at 2950 and 2834 cm−1 can be attributed to C H2 stretching
rom CH2CH2 NH2 groups, while the bands at 1570 and 1477 cm−1

re related to N H2 vibration in the primary amine group (RNH2)
31,56,57]. The band at 3270 cm−1 is related to N H vibration
n the secondary amine group (R2NH). The band at 1643 cm−1 is
ssociated with the NH3

+ deformation of the protonated primary
mine group or secondary amine group ( NH3

+O Si/ NH2
+O Si),
hich is the product of amine group interacted with silanol group
Si OH) on the MSP  surface [56]. The presence of the C H2, N H2,

 H, NH3
+O Si/ NH2

+O Si, and decreased O H at 3450 cm−1

fter TEPA modification confirms that the TEPA has been grafted
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on the MSP  surface. The band at 1312 cm−1 can be attributed to
weakly adsorbed gaseous CO2 [31,56].

3.2. CO2 adsorption

Fig. 9 shows the qe of 15% CO2 adsorption on various TEPA-
loaded MSPs at 60 ◦C. It is seen that the qe of MSP  was  7.03 mg/g
and remarkably enhanced to 63.25, 87.05, and 81.98 mg/g with
40, 50, and 60 wt% TEPA-loaded MSP, respectively. Although sur-
face area and pore volume of MSP  were much higher than those
of TEPA-MSP, the qe of MSP  was  remarkable lower than those of
TEPA-loaded MSP. This could be explained by the fact that that the
introduction of TEPA to the MSP  surface significantly improved the
CO2 adsorption selectivity of CO2 from gas stream probably because
of the increase of surface amine groups as shown in Fig. 8. The max-
imum qe of MSP  was obtained at a TEPA load of 50 wt%, which was
approximately 12 times the qe of MSP. The decrease in qe after the
further increase of TEPA load from 50 to 60 wt% could be because
of the mass transfer limitation caused by the deposition of exces-
sive TEPA on the external MSP  surface resulting in the resistance

of CO2 diffusion into the inter-pores of MSP. A similar finding for
CO2 adsorption on polyethylenimine-modified MCM-41 has been
reported in the literature [58]. Thus, 50 wt%  TEPA-loaded MSP  were
selected to further study the CO2 adsorption from gas stream.

TEPA loaded (wt%)

6050400

q
e(

m
g
/g

)

0

20

40

60

80

100

7.03

63.25

87.05
81.98

Fig. 9. Equilibrium capacities of 15% CO2 adsorption on various TEPA-loaded MSPs
at  60 ◦C.
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regenerated adsorbents to the virgin adsorbents, thus 100% AI
implies that the sorbent has not deteriorated at all.

Fig. 11 shows the qe and their associated AI of TEPA-MSP during
20 cycles of adsorption–desorption operation (n). It is observed that
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Fig. 10. Adsorption isotherms of CO2 with TEPA-MSP in the 30–70 ◦C range.

Fig. 10 exhibits the CO2 adsorption isotherms of TEPA-MSP in
he 30–70 ◦C. Symbols represent the measured data while solid
ines depict Langmuir isotherms. It is evident that the qe increased

ith Cin and the temperature in the 30–60 ◦C but slightly decreased
ith the temperature in the 60–70 ◦C. The maximum qe appeared

t 60 ◦C. Raising the temperature from 30 to 60 ◦C increased the
olecular flexibility of TEPA loaded in the mesopore channels of
SP, which might partly contribute to the increase of qe at higher

emperatures [56]. However, further raising the temperature to
0 ◦C led to a decrease in qe probably because of the decrease of
he chemical interaction and van der Waals’ force between CO2

olecules and the TEPA-MSP surface. Similar observations on the
orrelation of qe with temperature had been reported in other
tudies of amine-loaded SBA-15 [56] and MCM-41 [32,33],  which
evealed a maximum qe at 75 ◦C. This may  be due to the nature
f silica adsorbents. The qe at 30, 40, 50, 60, and 70 ◦C are, respec-
ively, 43.27, 64.26, 75.59, 87.05, and 82.64 mg/g with a Cin of 15%
nd 75.32, 102.14, 117.63, 127.62, and 123.56 mg/g with a Cin of
0%.

The constants of Langmuir equation (qm and b) were obtained
rom fitting the measure qe in Fig. 10 to Langmuir equation and
he results are given in Table 2. The correlation coefficients (r2)
re in 0.922–0.991, indicating that the adsorption isotherms of CO2
n TEPA-MSP could be described by Langmuir adsorption model.
he qm, which represents the adsorption capacity of CO2, increased
ith the temperature and reached a maximum of 145.6 mg/g

3.31 mmol/g) at 60 ◦C. The constant b, which is associated with the
eat of CO2 adsorption, exhibited the same trend as qm, reflecting
he highest affinity between CO2 and TEPA-MSP at 60 ◦C.

.3. Effects of water vapor in the gas stream
Effects of water vapor on adsorption of 15% CO2 on TEPA-MSP
ere investigated at 60 ◦C. The qe of TEPA-MSP at water vapor of

able 2
onstants of Langmuir equation for 15% CO2 adsorption on TEPA-MSP at various
emperatures.

Temperature (◦C) qm (mg/g) b (L/mg) r2

30 103.4 0.0025 0.991
40  127.2 0.0039 0.989
50  139.1 0.0052 0.959
60 145.6 0.0068 0.922
70  142.6 0.0061 0.927

ote: Langmuir equation: qe = qmbCe/1 + bCe.
ience 258 (2012) 6943– 6951 6949

0, 3.49, 6.98, 10.47, 13.96 and 17.45% were 87.05, 97.53, 129.19,
106.84, 99.17 and 97.20 mg/g, respectively. It is evident that the
presence of water vapor in the gas stream significantly influences
the CO2 adsorption on TEPA-MSP. The qe increased from 87.05
to 129.19 mg/g as the water vapor increased from 0 to 6.98% but
decreased from 129.19 to 99.17 mg/g as the water vapor further
increased from 6.98 to 17.45%. The maximum qe appeared at a
water vapor of 6.98%.

There are two possible reasons to explain a rise in qe with
water vapor of gas stream. First, TEPA contains primary amine
(RNH2) and secondary amine (R2NH); both amines can react with
CO2 and lead to the formation of a carbamate ion (RNHCOO− or
R2NCOO−). The presence of water vapor then hydrolyzes the car-
bamate ion to regenerate amine molecule and form bicarbonate
ion (HCO3

−) [56]. Second, the amine molecules can also directly
react with CO2 and H2O to form bicarbonate ion. The decrease in
qe with water vapor of gas stream might be explained by the com-
petitive adsorption between CO2 and H2O at the same adsorption
sites [33].

3.4. Cyclic CO2 adsorption

Evaluating the stability of TEPA-MSP during extensive
adsorption–desorption cycles is required to determine the
frequency of their replacement. The adsorption index (abbreviated
as AI, %) was  calculated as the percentage ratio of the qe of the
n
20151050

A
I 
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)
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80

Fig. 11. Cyclic adsorption of 15% CO2 on TEPA-MSP via a thermal/vacuum desorp-
tion.
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ig. 12. Comparisons of cyclic adsorption of 15% CO2 on various adsorbents. (TEPA
oaded: 50 wt%.)

he qe decreased from 87.1 to 78.1 mg/g while the AI decreased
rom 100 to 89.7% after the first cycle of operation, reflecting that

ost CO2 molecules can be effectively desorbed from the surface of
EPA-MSP at 75 ◦C for 240 min. However, the qe reached stability
nd showed below 1% attrition during the following 19 cycles of
peration. This suggests that the TEPA-MSP can be employed in the
rolonged cyclic CO2 adsorption through a temperature/vacuum
wing operation.

The crystal phase, the TGA, and the surface functional groups of
EPA-MSP after 20 cycles of adsorption and desorption operation
re also given in Figs. 6–8.  It is observed that the XRD pattern, the
GA profile, and the IR spectrum of regenerated TEPA-MSP display
imilar trends to those of virgin TEPA-MSP. This reflects that the
hysicochemical properties of TEPA-MSP were preserved after 20
ycles of operation.

.5. Comparative study

Fig. 12 displays the qe and AI of 15% CO2 adsorption on TEPA-
SP, TEPA-zeolite, and TEPA-GAC at 60 ◦C. I The qe decreased from

7.05 to 79.12 mg/g (AI = 90.9%) for TEPA-MSP, 72.87 to 49.82 mg/g
AI = 68.37%) for TEPA-zeolite, and 39.02 to 17.32 mg/g (AI = 44.39%)
or GAC-TEPA after 10 cycles of adsorption–desorption operation.
he TEPA-MSP showed higher qe and rather stable AI than the TEPA-
eolite and TEPA-GAC, reflecting that they can be stably employed
n the prolonged cyclic CO adsorption via a temperature/vacuum
2
wing operation.

The foregoing results reveals that the 50 wt% TEPA-MSP not only
isplay high adsorption capacity of 15% CO2 but also show stability

[

[

ience 258 (2012) 6943– 6951

in the cyclic CO2 adsorption. These advantages suggest that adsorp-
tion with solid TEPA-MSP is a promising CO2 capture technology.

4. Conclusions

The MSP  were manufactured via a pilot-scale spray drying
system and modified with TEPA to study their physicochemical
properties and cyclic CO2 adsorption. The surface nature of MSP
were changed after TEPA modification including the increase in
affinity between CO2 molecules and MSP  surface and the increase in
surface functional groups, which makes the TETA-MSP that adsorb
significant amount of CO2 gases. The CO2 adsorption capacities
and the physicochemical properties of TEPA-MSP were preserved
through 20 cycles of adsorption and desorption operation. The
TEPA-MSP showed higher adsorption capacity of 15% CO2 and less
attribution than the TEPA-GAC and TEPA-zeolite. These results sug-
gest that the TEPA-MSP can be employed for prolonged cyclic CO2
adsorption and they possess the potential for CO2 capture from flue
gas.
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