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Low operation voltage macromolecular composite
memory assisted by graphene nanoflakes†

Ying-Chih Lai,a Di-Yan Wang,b I-Sheng Huang,b Yu-Ting Chen,c Yung-Hsuan Hsu,d

Tai-Yuan Lin,e Hsin-Fei Meng,d Ting-Chang Chang,c Ying-Jay Yang,af

Chia-Chun Chen,bg Fang-Chi Hsuh and Yang-Fang Chen*i

The trend towards simple and low-cost processing is one of the most important for macromolecular

memory development. Here, bistable memory devices using a solution-processable active material, a

mixture of graphene nanoflakes (GNFs) and insulating poly(vinyl alcohol) (PVA), are investigated, which

serve as the first example for the direct integration of as-prepared nanoscale graphene into

macromolecular memory devices through a one-step low-temperature processing method. Bistable

electrical switching behavior and nonvolatile rewritable memory effects are realized by using an

indium–tin-oxide/GNF–PVA/silver (ITO/GNF–PVA/Ag) sandwich structure. The resulting device exhibits

low operation voltages of +1.4 V (turn-on) and �1.3 V (turn-off), which is promising for memory cells

with low power consumptions. The programmable ON- and OFF-states possess a retention time of over

104 s and endure up to 107 read pulses. The carrier transport in the OFF- and ON-states follows the

typical trap-limited space charge limited current and Ohmic laws, respectively. The asymmetric electrical

switch behavior is therefore attributed to conducting filaments formed in the PVA layer assisted by the

charged GNFs that induce the transition of the conductivity. Our study provides a potential approach

for integrating as-prepared graphene into macromolecular memory devices with excellent performances

through a simple solution-process.
Introduction

In the past few decades, various types of memory devices have
been developed, such as ferroelectric random access memory
devices,1 phase-change random access memory devices,2 resis-
tance random access memory devices,3 and so on.4 Among
them, macromolecular memory devices, also referred to as
polymer or organic bistable devices, have attracted great
attention from scientists as promising advanced nonvolatile
memory devices5,6 due to the following advantages: low-
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temperature simple processing, large-scale manufacturing, and
simple device conguration.7–9 The possibility of using organic
materials in solution form results in a simple approach to
deposition (e.g., using a spin-coating method and ink-jet
printing) which can be on a range of substrates such as plastic,
glass, and rigid metal. Until now, several macromolecular
memory systems have been developed such as functional poly-
imides,10,11 organic donor–acceptor complexes,12,13 and poly-
mer–nanoparticle hybrids,5,14 and other systems.9,15 In
particular, organic–inorganic composite memory systems have
attracted great attention due to their high reproducibility,
versatile composite materials, cost-effective spin-coating fabri-
cation approach, and good device performance.16

Graphene, a two dimensional (2D) material with superior
chemical and physical properties, has recently been studied
progressively in the elds of condensed matter physics and
material science. Due to its chemical stability,17 high surface
area,7,18 excellent elasticity,19,20 good transparency,21 and high
carrier mobility,22,23 graphene has been incorporated into
various technological applications. The successful use of gra-
phene/graphene oxide as an active component in sensors,24

eld-effect transistors,25–27 organic solar cells,28–30 and ultra-
capacitor devices31,32 has been demonstrated. Recently, there
has been a growing interest in the incorporation of graphene
into different kinds of advanced memory devices.31–36 Indeed,
This journal is ª The Royal Society of Chemistry 2013
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organic bistable devices based on chemical vapor deposited
(CVD) graphene37 have exhibited good performances. However,
the CVD technique requires the use of high temperature (850–
1000 �C) and subsequent chemical treatment for transferring
the graphene sheet once it has been grown. From an engi-
neering perspective, this fabrication procedure is relatively time
consuming and has a low throughput, particularly in the
fabrication of multi-stack layer structures for 3D high-density
storage arrays. In contrast to the CVD method, the most
common approach to obtaining graphene-like materials is to
chemically oxidize graphite before exfoliating the oxidized
graphite in the liquid phase to form a graphene oxide solution.38

For some applications, the obtained graphene oxide material
still requires further functionalization39–42 or toxic chemical and
thermal treatment for obtaining its reduced state before it can
be used.43–46 Lotya et al.47 reported a new method of producing
graphene in ake form from exfoliated graphite in water–
surfactant solutions. The obtained graphene akes were
submicron in size (graphene nanoakes, GNFs), formed in the
reduced state, and suspended in the liquid phase. These unique
features promote graphene for use in more diverse applications
using one-step simple low-temperature processing methods.
The application of the GNF solution has initially been realized
by our group in organic solar cells48 as electron collection spots.

In the further exploration of the potential of graphene in
macromolecular memory devices with simple and low-cost
manufacturing processes, a GNF solution derived directly from
graphite is an alternative option to approach the goal. Herein,
we provide a promising method for the integration of graphene
into macromolecular memory devices by a remarkably simple
one-step solution process, eliminating any high temperature,
material transfer, and chemical treatment processes. We
demonstrate a macromolecular memory device based on a
composite lm of exfoliated GNFs blended with poly(vinyl
alcohol) (PVA) and use a conguration of ITO/GNF–PVA/Ag to
show bistable electrical switching behavior and nonvolatile
rewritable memory effects under ambient conditions. The
device exhibits an excellent performance including low power
switch voltages, a long retention time, and high stability. In
order to understand the underlying working principle of the
newly designed GNF–PVA memory devices, carrier transport
and switching mechanisms are proposed and discussed. It is
worth emphasizing that the materials of the active layer are
devised with a completely non-harmful solvent (water), which is
very useful for fabricating nontoxic and eco-friendly organic
devices. Furthermore, the material used in our devices is a
highly exible polymer, which also offers great potential for
exible electronic applications.
Experimental details
Materials

Graphite powder was purchased from Sigma-Aldrich Co.
(product number 332461) and used aer sieving through a 0.5
mm mesh. Sodium dodecylbenzenesulfonate (SDBS) was
purchased from Sigma-Aldrich Co. (product number 289957)
and used as received. Insulating poly(vinyl alcohol) (PVA) with a
This journal is ª The Royal Society of Chemistry 2013
molecular weight of approximately 205 000 g mol�1 was
purchased from Sigma-Aldrich Co. (product number 324590)
and used without further purication.

Preparation of the liquid phase of graphene nanoakes
(GNFs)

The liquid phase of graphene was prepared by the exfoliation of
graphite in a surfactant–water solution according to the litera-
ture.47 A solution of SDBS surfactant of concentration 10 mg
ml�1 was prepared in deionized (DI) water by stirring overnight.
The surfactant was known to stabilize dispersions of graphene
nanoakes. A 10 mg portion of graphite powder and 15 ml of
the desired SDBS concentration were mixed together in cylin-
drical vials. The mixture was then subjected to ultrasonication
for 30 min in an ultrasonic bath (Branson ultrasonicator). The
resulting dispersions were le to stand for one day to allow
unstable aggregates to form and precipitate, and then centri-
fuged at 500 rpm for 90 min. Aer centrifugation, the top 75%
of the dispersion in the vials was carefully removed using a
pipette and stored until needed for further experimentation.
Before use, the liquid phase of the graphene nanoakes was
sonicated for 20 min and used aer passing through a 0.22 mm
lter. This procedure produced dispersed graphene nanoakes
in water at loadings of �4.6 mg ml�1.

Preparation of a solution of GNF–PVA composite

To fabricate the GNFs blended with PVA as an active layer, we
added 120 mg of PVA to 4 ml of the liquid phase of graphene.
Then, the GNF–PVA mixture was stirred at 60 �C for one day.
The PVA might have acted as a charge blocking material in the
composite and provided good adhesion to the substrate. It was
difficult for mixtures containing less than 13.3% of GNFs to
show rewritable memory characteristics (ESI, Fig. S1†).

Device fabrication

A graphene-based macromolecular memory device was fabri-
cated on an indium–tin-oxide (ITO) coated glass (�15 U sq�1)
substrate using the thin-lm solution-process technique. Before
the deposition of the active layer, the ITO glass was pre-cleaned
sequentially with deionized water, acetone, and 2-propanol by
ultrasonication, for 15 min each. The as-prepared aqueous
solution of the GNF–PVA composite was spin-coated onto the
ITO substrate at 4000 rpm for 60 s, followed by curing on a hot
plate at 180 �C in air for 10 min to remove the residual solvent.
The thickness of the active layer was about 150 nm. Finally,
silver electrodes about 100 nm thick were thermally evaporated
at a pressure of 6 � 10�7 Torr with a uniform deposition rate of
2 Å s�1. The typical active area for the bistable memory device
was 3 mm2.

Characterization

Electrical characterization of the bistable electrical device was
carried out using an Agilent 4156C semiconductor parameter
analyzer equipped with an Agilent 41501B. All of the electrical
properties were characterized at room temperature under
J. Mater. Chem. C, 2013, 1, 552–559 | 553
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Fig. 2 Electrical properties of the ITO/GNF–PVA/Ag device. (a) Semi-logarithmic
plots of the I–V curve for the positive-region with an appropriate current
compliance. The inset shows the measurements in successive sweeps. (b) Semi-
logarithmic plots of the I–V curve for the negative-region. (c) The ON/OFF ratio as
a function of applied bias in the positive-region. (d) Reading of the current of the
ON/OFF states at a reading voltage of +0.2 V over 100 switch cycles. (e) Data
retention ability of the programmed ON/OFF state at +0.2 V. (f) Effect of a
succession of pulses at a reading bias of +0.2 V on the device current in the written
ON/OFF state. The inset shows the pulses used for the measurements.
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ambient conditions. Transmission electron microscopy (TEM)
observations were performed using a Philips Technai G2 FEI-
TEM system. m-Raman scattering spectra were measured by a
Jobin-Yvon T64000 system. A cross-sectional scanning electron
microscope (SEM) image was observed using a JEOL JSM-6500F
system.

Results and discussion

Fig. 1(a) shows a schematic diagram of the fabrication process
for the GNF–PVA macromolecular composite memories. The
device possessed a simple structure with the GNF–PVA
composite as the active layer sandwiched between the indium–

tin-oxide (ITO) and silver (Ag) electrodes. The liquid phase of
the GNFs was prepared by the exfoliation of graphite according
to a previous report47 and the resulting solution was charac-
terized using transmission electron microscopy (TEM) and
Raman scattering spectroscopy. Fig. 1(b) and (c) demonstrate
the typical TEM image and Raman scattering spectrum of the
GNFs in the as-prepared suspension solution, respectively. Aer
spin-coating the GNF–PVA solution onto the ITO-coated glass,
an Ag layer was then thermally deposited on top of the active
layer to complete the device fabrication as shown by the cross-
sectional image of the device recorded using FESEM (eld
emission SEM) shown in Fig. 1(d). The typical thickness of the
active layer was about 150 nm.

To characterize the electrical bistable switching behavior of
the device, a voltage bias was applied to the Ag electrode with an
appropriate current compliance of 0.001 A to prevent the device
from hard breakdown, and the ITO electrode was used as the
reference electrode. All electrical measurements were per-
formed under ambient conditions. The electrical properties and
memory effects of the ITO/GNF–PVA/Ag sandwich structure are
illustrated by the DC current–voltage (I–V) characteristics.
Fig. 2(a) and (b) show semi-logarithmic plots of the I–V curves
for the positive- and negative-bias regimes, respectively. The
arrows denote the sweeping direction of the voltage. During the
rst sweep from 0 to +2.5 V (Fig. 2(a), sweep 1), the device
Fig. 1 (a) Schematic diagram for the fabrication process of a GNF–PVA based
composite macromolecular memory device. (b) Transmission electron microscope
(TEM) image of the as-prepared graphene nanoflakes. (c) Raman scattering
spectrum of the as-prepared graphene nanoflakes. (d) Cross-sectional scanning
electron microscope (SEM) image of the device.

554 | J. Mater. Chem. C, 2013, 1, 552–559
current increased monotonically with the applied bias up
to +1.4 V, followed by an abrupt increase in the current ow.
This high current state remained as the applied voltage
increased further. This high conductivity state was also
conrmed by the second sweep from 0 to +2.5 V (Fig. 2(a), sweep
2) showing a good stability feature even aer the power had
been turned off. The device underwent a transition from the
low-current (OFF-state) to a high-current state (ON-state) at a
turn-on voltage of +1.4 V and this one-way conductance
switching behavior is equivalent to the “writing” command in
the memory device. Subsequent voltage scans in the negative-
bias regime returned the conductivity of the device to its initial
state. Aer reading the ON-state in the negative bias (Fig. 2(b),
sweep 3), a suitable negative bias could switch the ON-state back
to the original OFF-state at a turn-off voltage of approximately
�1.3 V. Once the device was turned-off, no conductivity transi-
tion occurred during the following voltage sweep from 0 to�7 V
(Fig. 2(b), sweep 4). This ON- to OFF-state switching process was
able to erase the data stored in the ON-state. The OFF-state of
the device could be rewritten to the ON-state by the application
of a suitable bias. Such write/erase processes were repeated
cyclically in successive sweeps and we obtained similar
threshold voltages and asymmetric switching I–V curves (see
the inset in Fig. 2(a)). Fig. 2(c) shows the ON-to-OFF state
current ratio as a function of the applied voltage. The maximum
This journal is ª The Royal Society of Chemistry 2013
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Fig. 3 Cell-to-cell variations of ON- and OFF-state currents for the devices.
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ON/OFF current ratio was approximately 102 at a reading voltage
of +0.2 V, which is readily distinguishable in memory applica-
tions. We then performed cycle tests on the device by per-
forming the write/erase operation 100 times (Fig. 2(d)) and
the current values at +0.2 V were read every four switches. The
ON/OFF current ratio was still maintained aer 100 switch
cycles. A uctuation in the ON- and OFF-states was expected
aer a series of switches. This can be explained by the fact that
continuous device operation might induce lots of defects in the
polymer layer, which is known as stress-induced leakage
current,49 and the electrical properties of the device might be
affected by the absorption of air and moisture.50 Thus, the
presented ITO/GNF–PVA/Ag device exhibited a typical bistable
electrical switching and rewritable nonvolatile memory effect
with low ON- and OFF-switching voltages. When we changed the
top electrode to Al or Pt, there was no noticeable switching
behavior of the devices, implying that the Ag electrode used
might be involved in the conductivity modulation.

In addition to the low turn-on/off voltages, data retention
and pulse voltage stresses are also important parameters for
memory devices. To test the data retention ability, the ON/OFF
state was recorded at regular intervals at a reading voltage
of +0.2 V. As shown in Fig. 2(e), the programmed ON and OFF
states were maintained at the same order of magnitude without
signicant degradation for a considerable duration of 104 s.
This excellent electrical stability achieved without applying a
Fig. 4 Experimental data and theoretical fitting results for I–V curves for the ITO/GN
three distinct regions I1–I3. The inset shows the fitted results in the low bias region I1
for the trap-limited SCLC model. (d) The ON-state current can be fitted by the Ohm

This journal is ª The Royal Society of Chemistry 2013
constant stress voltage is good for application in nonvolatile
memory devices. For exploring the effect of the pulse voltage
stress, the written data was read out under a succession of pulse
reading biases of +0.2 V with a pulse duration of 3 ms and a
repetition period of 5 ms. As shown in Fig. 2(f), the stored
information was fairly stable when read up to 107 times. From a
F–PVA/Ag devices. (a) Logarithmic plots of I versus V for the OFF-state divided into
using the Schottky emission model. (b) Region I2 for the SCLC model. (c) Region I3
ic model.

J. Mater. Chem. C, 2013, 1, 552–559 | 555
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Fig. 5 (a) Current versus device area plot for the ON- and OFF-states. (b)
Temperature dependence of the ON- and OFF-states.

Fig. 6 Schematic concept of the switching mechanism for an ITO/GNF–PVA/Ag
memory device. (a) Device structure. (b) Charge capture by the GNFs and ioni-
zation, reduction, and drift processes of silver ions caused by a positive voltage. (c)
Metal filament formation. (d) The rupture of the metal filament by Joule heating.
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device operation perspective, the stable performance features of
the GNF–PVA composite might result in potential uses in a
broad variety of storage applications, for example portable
disks, low-cost electrical labels, and radio frequency identi-
cation (RFID) tags.

According to our observations, the switching behaviors of
the devices failed suddenly aer more than several hundred
cycles. This might be attributed to multi-lament formation in
the devices, which causes the laments to be ruptured. Thus,
the fatigue in our devices is a step function of switching cycles.
For the cell-to-cell distribution of the device performance, we
randomly selected 8 devices for testing and 5 of them exhibited
similar results as shown in Fig. 3. The results show a slight
uctuation in the OFF-state currents while the ON-state
currents are similar to each other. For previously reported
devices, several methods have been proposed to obtain unifor-
mity of device performance. For example, Cho et al.51 used a
semiconducting polymer as the matrix material and Kim et al.52

used a scalable via-hole structure. In the present work, we
provide a facile and promising strategy by doping the insulating
polymer with solution phase GNFs for memory applications
with the advantages of low-temperature, low-cost and rapid-
manufacturing by a simple one-step solution-process.

To understand the working principle of the bistable effect
based on the GNF–PVA functional composite described above,
we analyzed I–V curves with appropriate charge transport
models. For current in the OFF-state, the log–log plot of I versus
V can be divided into three distinct regions (I1–I3), as shown in
Fig. 4(a). In region I1 (V < +0.37 V), the I(V) curve can be tted by
the Schottky emission (SE) model; i.e., thermionic emission53

(see the inset in Fig. 4(a)):

IfAT2exp

"
� fB � q

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
qV=4p3d

p
kT

#
; (1)

where A, T, k, fB, q, d, and 3 are the Richardson constant,
temperature, Boltzmann constant, Schottky energy barrier,
electron charge, thickness of the lm, and electric constant,
respectively. The SE model suggests that the charge carriers
from the electrodes can be injected into the composite aer
overcoming the hetero-material interface energy barriers. As the
bias increases from +0.37 V to the threshold voltage, the current
in regions I2 and I3 can be described by a space charge limited
current (SCLC) model with trapping,53 in which the I–V char-
acteristics follow the expression:

I f Va, (2)

As shown in Fig. 4(b) and (c), the slopes of the ts yield 2.3,
3.49 and 10.93. This result indicates that a typical trap-limited
SCLC; i.e., trapped charge-limit-current (TCSC) transport,
dominated the electrical properties in the OFF-state for a > 2.
Son et al.37 suggested that the region in which a [ 2 correlates
with the exponential distribution of trap states within the
insulator band gap. In the present GNF–PVA composite lm, the
conductive GNFs presumably acted as carrier traps.54 This
argument was also supported experimentally by the result that
556 | J. Mater. Chem. C, 2013, 1, 552–559
the device without GNFs showed no signicant bistable
behavior. Thus, GNFs play an important role in producing the
memory effects. Similar phenomena have been reported in
other hybrid organic–inorganic macromolecule memories, in
which inorganic nanoparticles play a role as charge trapping
and detrapping centers.16,55 The current in the ON-state was
tted well by the Ohmic current model53 (Fig. 4(d)):

IfVexp

�
� DEae

kT

�
; (3)

where DEae, T, and k are the activation energy, temperature, and
Boltzmann constant, respectively. The slope for the t yields
1.02, a result of the Ohmic conduction mechanism governing
the ON-state carrier transport. It has been proposed that the
Ohmic conduction in the ON-state of a memory device can be
attributed to the metal lament model.37,56 Cho et al.51 directly
observed the formation and dissolution of Ag bridges within the
polymer lm ofmemory cells. When a positive voltage is applied
to the top Ag electrode, the electrochemically active Ag electrode
might be oxidized by the reaction Ag / Ag+ + e�. The mobile
Ag+ cations diffuse toward the bottom electrode through the
organic lm and are reduced there by the injected electron ow.
The Ag metal starts to grow from the bottom electrode and
eventually reaches the top Ag electrode forming an Ag bridge to
conduct electricity. In the present system, Ag+ cations migrate
through the PVA–GNF composite lm to form conducting
bridges between the top Ag and the bottom ITO electrodes.

The Ag lament formation can be further validated by area
dependence and temperature dependence experiments. As
This journal is ª The Royal Society of Chemistry 2013
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shown in Fig. 5(a), there was no signicant difference in the ON-
state current level among devices with various areas; i.e., 1, 2, 3,
and 4 mm2 This could be attributed to local conductive path
formation in a small area due to the electrochemical redox
reaction of the top Ag electrode. Thus, the ON-state current ow
weakly depends on the electrode area. Further evidence can be
obtained by the temperature dependency of the ON-state
current. As shown in Fig. 5(b), the ON-state current level is
slightly affected by the temperature within the window
measured while the OFF-state current value increases with an
increasing temperature. The temperature independent
behavior of the ON-state current ow indicates that the charge
movement in the active channel is not through hopping in
contrast to the thermal energy assisted hopping behavior in the
OFF-state. The weak area-dependence and temperature-insen-
sitivity of the ON-state current ow are also the indirect
evidence for local conducting lament formation in the active
layer.52

Based on the analysis and results described above, the
charge transport in the GNF–PVA composite lm involved
charge trapping and local metal lament forming processes.
The working principle of the GNF–PVA memory device can
therefore be understood as follows. Fig. 6(a) and (b) illustrate
the switching mechanism for the bistable effect based on the
GNF–PVA composite lm. In general, the insulating PVA acted
as a charge blocking medium in the composite. The work
function of the GNFs determined by ambient photoelectron
spectroscopy (Riken-Keiki AC-2) is �5.0 eV, which is compa-
rable to ��4.6 eV for chemical vapor deposited (CVD) gra-
phene.57 The GNFs with a high work function (�5.0 eV)
dispersed randomly in the insulating PVA layer might act as
electron traps to capture electrons injected from electrodes.
Initially, for V# +0.35 V, electrons from the ITO electrode would
be injected into the active layer aer overcoming the interfacial
barrier. As V > +0.35 V, the number of injected electrons fol-
lowed a typical SCLC model with trapping (TCLC) and a large
amount of charge was subsequently captured by the GNFs as the
applied bias increased (Fig. 6(b)). Meanwhile, the Ag+ that
underwent dissolution from the Ag electrode can be driven into
the composite and reduced there by receiving trapped electrons
from the GNFs or ITO electrode (Fig. 6(b)). When the applied
bias reaches the turn-on voltage, an Ag conducting lament is
formed within the PVA–GNF lm, resulting in an abrupt
increase in the current and leading to an OFF- to ON-state
transition (Fig. 6(c)). This metal lament can be preserved even
in the absence of an external applied voltage, which suggests
that it is nonvolatile in nature. Consequently, the device can
exhibit a “writing” operation, in which it is switched from the
low-conductivity (OFF) to the high-conductivity (ON) state. By
applying a negative bias of approximately�1.3 V to the ON-state
device, the Joule heating effect caused by the high current ow
might annihilate the conducting lament aer the current has
passed through it. Aer the rupture of the lament, the device
can be switched back to the OFF-state (Fig. 6(d)).

We emphasize here that the bistable memory characteristics
of the PVA–GNF cells were observed when the initial voltage
sweep started from the positive bias quadrant. Upon reversing
This journal is ª The Royal Society of Chemistry 2013
the initial bias sweeping direction, there was no signicant
change in the conductance within the applied voltage window.
Such asymmetric electrical switch behaviors are widely
explained by the formation and rupture of a local conducting
lamentwith the assistance of electrochemically active electrode
reactions.3,58 In addition, the device without GNFs showed no
signicant bistable characteristics. Therefore, based on the
above observations, the electrochemical reaction of Ag material
and the presence of GNFs are important in the low voltage
switching operation. The relatively low switching voltage in our
systemmay be attributed to the existence of charged GNFs in the
PVA polymer, which can rapidly supply electrons to neutralize
Ag+ before it reaches the bottom ITO electrode. Compared to tri-
layer devices using a CVD graphene sheet, our device exhibited
lower operation voltages and excellent properties, such as good
retention time and good stability. In contrast to other emerging
memorywork, suchas that onphase-change andcharge trapping
memory, redox-based resistive switching memory devices are
expected to have the merits of low energy operation, high-
density, fast writing and low cost.3,58 Most importantly, our
strategy provides a promising approach for the generation of
graphene-based macromolecular memory devices with the
advantages of low-temperature operation, large-area and rapid-
manufacturing by a simple one-step solution-process.
Conclusions

In summary, a liquid phase of exfoliated graphene nanoakes
produced using a facile method has been successfully used to
fabricate GNF–PVA nonvolatile macromolecular memory
devices for the rst time by a simple solution-process. The
devices presented exhibited excellent bistable electrical
switching behaviors and nonvolatile rewritable memory effects
under ambient conditions, with low turn-on and turn-off volt-
ages of about +1.4 V and �1.3 V, respectively. The maximum
ON/OFF ratio is greater than 100, which is readily distinguish-
able in memory applications. In addition, both the written ON
and OFF states were stable for over 104 s without signicant
degradation, and the programmed states could endure up to 107

reading cycles under a pulse reading voltage of +0.2 V. The
stable performance of the graphene-based composite macro-
molecular memory devices suggests promising application
potentials in a wide variety of commercial products. The carrier
transport mechanism of the GNF–PVA composite lm was
resolved by the analysis of I–V curves. The results showed that
the device followed the typical trap-limited SCLC model (TCLC)
in the OFF-state and the Ohmic law in the ON-state. The elec-
trical switch behavior with a low bias was attributed to the
electrochemical reaction of the Ag material within the
composite lm assisted by charged GNFs. Finally, it is stressed
here that our approach provides a promising method for the
fabrication of graphene-based macromolecular memory devices
with high performances by a signicantly simple solution-
process, and includes the advantages of low-cost, large-area and
rapid-manufacturing for next-generation memory devices. In
addition, with the eco-friendly and highly exible materials
used in our devices, our study should be very useful and timely.
J. Mater. Chem. C, 2013, 1, 552–559 | 557
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