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Abstract—A low-power, wireless, and implantable microstimu-
lator system on chip with smart powering management, immediate
neural signal acquisition, and wireless rechargeable system is pro-
posed. A system controller with parity checking handles the ad-
justable stimulus parameters for the stimulated objective. In the
current paper, the rat’s intra-cardiac electrogram is employed as
the stimulated model in the animal study, and it is sensed by a low-
voltage and low-power monitoring analog front end. The power
management unit, which includes a rectifier, battery charging and
detection, and a regulator, is used for the power control of the in-
ternal circuits. The stimulation data and required clock are ex-
tracted by a phase-locked-loop-based phase shift keying demod-
ulator from an inductive AC signal. The full chip, which consumes
48 � only, is fabricated in a TSMC 0.35 � 2P4M standard
CMOS process to perform the monitoring and pacing functions
with inductively powered communication in the in vivo study.

Index Terms—Endocardial stimulation, pacemaker, power
management, programmable implantable stimulator, wireless
telemetry.

I. INTRODUCTION

T HE human body is a complex closed-loop regulation
system. In patients with dysfunctional control mecha-

nisms, the general open-loop device is not safe or effective
when interacting with the circulatory system. Therefore, the use
of closed-loop implantable telemetry devices [1], [2] is popular,
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as recent clinical studies have shown their efficiency and use-
fulness in detecting and treating various cardiac arrhythmias.
In the present study, a closed-loop implantable microstimulator
system on chip (IMSoC), which possesses the sensing of a
physiological signal, microstimulation, and wireless data/com-
mand transmission, is developed to cure arrhythmia. Power
transfer to the implanted devices is required, which employs
radio frequency (RF) coupling with no fear of infection caused
by the battery replacement. However, providing sufficient and
stable energy to power the biomedical implant system inside a
freely moving subject is challenging. RF-coupling and loading
variations, due to the deviation of stimulated point caused
by the moving, may result in the decrease in induced supply
voltage/current because of insufficient transmitted power,
thereby causing improper device operation or shutdown.

To avoid the influence caused by the RF-coupling and loading
variations, the RF signal from the coupling and combined with
battery control, can be utilized to charge a rechargeable device
[3], thus offering a more stable voltage for proper device oper-
ation. An improvement of the powering system, which is used
in biomedical implants, can also be adopted to eliminate the de-
mand of periodic surgery for battery replacement and to improve
the life quality of the patient.

In the present work, the proposed IMSoC is designed as a
cardiac defibrillator for the remote delivery of power through
coupled coils, which supply power to a bio-implanted recharge-
able battery. The IMSoC consists of a smart control circuit for
power management and an RF-coupling power system for bat-
tery charging [3]. Moreover, two off-chip ultra-small recharge-
able batteries are used as the power supply. The microstimu-
lator circuit embedded in the IMSoC is externally powered and
controlled by a single encoded RF carrier. Stimulus parame-
ters, such as pulse width, amplitude, and frequency, can be pro-
grammable [4] from the remote controller.

Using an implantable system on chip with a closed-loop func-
tion, stimulation can be dynamically adjusted according to the
real-time heart rate (HR). To acquire intracardiac electrograms
(EGMs) continuously, a monitoring analog front end (MAFE)
is implemented to sense and detect the peak value of EGMs and
to achieve the close-loop control of HR. To verify a prototype
of the IMSoC in vivo, the current study presents an example of
an implantable RF power converter used to regulate endocar-
dial pacing with the closed-loop physiological feedback from
the conscious rodent model. Compared with the previous work
[5], the present study adopts a power management system to
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Fig. 1. Block diagram of the proposed close-loop microstimulator system with an external device.

provide a more stable power supply than the pure RF-coupling
supply. A phase-locked-loop (PLL)-based phase shift keying
(PSK) demodulator and the multi-mode filter of sensing channel
are developed as well to increase the reliability of the whole
system and to provide the functions of heart-rate detection and
heart-signal monitor. Moreover, a prototype of a bidirectional
data transmission sharing a set of coil is considered in the pro-
posed system to upgrade the interactivity between the patient
and the physician. The in vivo experiment is also presented to
demonstrate the behavior of the closed-loop system.

Section II presents the microstimulator system architecture.
Section III reports the powering interface and pacing channel.
In Section IV, the digital circuits, including a PLL-based PSK
demodulator and the system controller, in charge of clock-and-
data recovery (CDR) and the stimulation functions are explained
in detail. Section V discusses the implementation of the sensing
channel. The in vivo experiment adopting Sprague-Dawley (SD)
rats are presented in Section VI to demonstrate the closed-loop
system. Section VII briefly concludes the present paper.

II. SYSTEM ARCHITECTURE

The block diagram of the close-loop stimulation system with
an external device is presented in Fig. 1. The external device,
including a battery-based digital signal processor (DSP) in
the pocket, transmits encoded data and charging energy to the
in-body circuit through a set of coils. The modulated digital
data acquired from the sensing channel are transmitted out
of the body through the same coils to save on coil area. Four
sub-blocks, namely, powering interface, digital circuitry, pacing
channel, and sensing channel, are integrated in the proposed
IMSoC to carry out the wireless bidirectional communication.
The powering interface with charging ability is implemented
to reduce the required charge capacity of the battery and
further reduce the volume of the battery. The interface can
provide low- and high-supply voltages for system operation
and microstimulation, respectively. Moreover, it guarantees a
nonstop energy source by switching the charging and supplying
path of the two-battery-based power supply to avoid improper
device operation. The digital circuitry is employed to enhance
reliability in communication and to provide the programmable
stimulation amplitude, duration, and frequency as required by

the nerve stimulation. The PSK demodulator based on the PLL
technique is proposed to recover the clock and data from the
received 256 kHz carriers.

In the pacing channel, the digital-to-analog converter (DAC)
and a 3.2 V pulse generator are combined coordinately. A charge
pump circuit with a less capacitor number is adopted to provide
3.2 V for the pulse generator [6]. This proposal enables the stim-
ulation function with programmable arguments on the specifi-
cation, such as the triggered pulse duration/amplitude and stim-
ulation frequency, to be implemented according to the detection
result of the MAFE.

A sensing channel with a MAFE is adopted to detect the
stimulated signal from the paced neuron. Potentials of the
stimulated objective (such as sinoatrial node (SA node) or atri-
oventricular node (AV node)) are detected and amplified by the
preamplifier with a differential difference structure to achieve
a programmable gain under a low-supply voltage. Following
the signal processing stage, which is composed of a biquad
low-pass (LP)/band-pass (BP) filter and an analog-to-digital
converter (ADC) with real-time threshold detection, the cardiac
waveform of the stimulated objective and its peak value can
be obtained. The circuits and operations of sub-blocks will be
presented in Sections III–V in detail. The function of the whole
chip will be verified by in vivo experiment in Section VI.

III. POWERING INTERFACE AND PACING CHANNEL

A. External Power/Data Transmitter

The external power/data transmitter, as shown in Fig. 2, con-
sists of a power MOS switch used to control the signal on the
coil, an RF choke ( ) that provides a more stable DC cur-
rent for the transistor , capacitances and that produce
different resonance frequencies [7], and a primary coil for the
coupling that can be modeled as the equivalent series of resis-
tance and inductance .

The class-E amplifier [7] combined with the PSK modulator
is implemented in the transmitter to minimize the energy in the
switch states of the phase of the transmission coil current. The
controlled signal ( ) at the output of XOR gate along with the
input of the data and clock can control the transistor to gen-
erate a PSK signal at the drain of the transistor. The detailed
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Fig. 2. (a) External device circuit (in a battery-based DSP). (b) PSK modulation
scheme.

modulation scheme is also shown in Fig. 2(b). Moreover, the
phase changes with 180 within two carrier cycles are indepen-
dent of the of the LC tank to reduce the required power dissi-
pation. As is turned on, is equivalently shorted to ground,
and the resonance frequency can be derived as

(1)

Otherwise, the resonance frequency under the turned-off
status is revised as

(2)

B. CMOS Bridge Rectifiers With Leakage Current Reduction
and Back Telemetry Mechanism

The current mode CMOS bridge rectifier is widely used in
biomedical applications [8]. The LC tank circuit in the receiver
converts the AC carrier to a DC voltage to charge/supply the de-
tectors and the charger circuit. To improve the degraded power
conversion efficiency resulting from the time-varied coupling
voltage in the coil, the latch up and body effect in the rectifier
should be eliminated as soon as possible. The utilization of ad-
ditional auxiliary transistors – in the rectifier design
[9], as shown in Fig. 3, can dynamically control the substrate
voltage of and to reduce the dropout voltage between
the source and the body of transistors, and then further elimi-
nate the body effect. Moreover, the bodies of the transistors
and are connected to a potential higher than their source
voltage. Therefore, the leakage can be reduced, and the voltage
of rectification increases because the parasitic BJTs are turned
off all the time.

Fig. 3. CMOS full-wave bridge rectifier with leakage reduction and sensed data
transmission mechanism.

Fig. 4. Block diagram of a two-battery-based power management system.

The telemetry inside the proposed IMSoC is a bidirectional
interface [10]. Aside from transmitting the parameters and recti-
fying the power from external devices in the implanted system,
the telemetry using the load shift keying (LSK) technique trans-
mits wireless data from the implanted sensing channel to the
external devices.

To reduce the required turns of the extra coils, the bidirec-
tional communications, including rectification and sensed data
transmission, share the unique coil ( ) to save the area of the
implantable device. The operation mode depends on the data in-
side “ ” in Fig. 3 between rectification and sensed data trans-
mission.

C. Two-Battery-Based Power Management System

Fig. 4 demonstrates the architecture of the two-battery-based
power management system with pacing channel, including
a two-battery network with path switch, two detectors with
charging and supplying, a charger circuit, a regulator, and a
charge pump for the high-voltage pacing requirement.

The charging and supplying detectors, as shown in Fig. 5,
control the switches “ ” and “ ”, respectively, in the
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Fig. 5. (a) Supplying detector. (b) Charging detector.

Fig. 6. Control circuit of the charger.

two-battery network to provide a nonstop energy source for
the IMSoC. If the system is operating, the supplying detector
[Fig. 5(a)] compares the output voltage of the working battery
with a reference value, and the switches exchange their logic;
the output voltage of the working battery is less than the desired
value. Simultaneously, the charging detector [Fig. 5(b)] com-
pares the output voltage of the idle battery with two reference
values to decide if the battery has a charging request. The con-
trol circuit of the charger [11], as shown in Fig. 6, is employed
to provide the stable current if the potential of the idle
battery is less than the of 1.4 V. All the operations in
the proposed power management system are automatic and can
guarantee the working battery with at least 72% charge capacity.

The charger circuit, which consists of a differential pair with
a current source, a current mirror, and a comparator, is em-
ployed to provide a constant current ( ) of about 2 mA
to charge the rechargeable batteries (2 pieces of Vatra® V6HR:

Fig. 7. (a) Conventional LDO regulator. (b) Low quiescent current LDO regu-
lator.

NiMH rechargeable battery that can be recharged 1000 times
with a normal output voltage of 1.2 V). The regulator, followed
by the two-battery network, provides a stable supply voltage to
the analog and digital circuits in the IMSoC.

In the proposed IMSoC, the regulator plays the role of sup-
pressing the voltage variation of the battery and of providing a
more stable supply voltage to the system and the charge pump.
Fig. 7(a) [12] shows a conventional regulator that consists of
an error amplifier, a PMOS pass element, and one set of feed-
back network with two divided resistors. The drawback is that
the divided resistors must be large enough to reduce the passing
quiescent current, but it results in a large area. Therefore, a
low-dropout (LDO) regulator [Fig. 7(b)] with two pseudo-re-
sistors, and , as the feedback network is employed
[13] to solve the problem of a large area. Moreover, the error
amplifier is operated in a sub-threshold region to save on power
consumption. Finally, the regulated voltage of 1 V is applied to
operate most of the circuits in the IMSoC.

D. Dual-Voltage Programmable Pacing Channel

Fig. 8 shows the proposed pacing channel with low-voltage
(D/A controller) and high-voltage (PG, Pulse generator) parts
[13]. The low-voltage part is composed of an offset DAC, a
high-to-low conversion circuit, and a low-power comparator. A
low-power (965 nW) level shift buffer and three transistors in
the output stage comprise the high-voltage interface. The supply
voltage in the output is 3.2 V generated by the output of the
charge pump [6], as shown in Fig. 4; this value is also the full
amplitude of the stimulation. According to the different cases of
the patients, the required strength of stimulation can be adjusted
by controlling the logic parameters of an offset DAC using the
system controller. Caused by the different supply voltages be-
tween the PG of up to 3.2 V and the D/A controller with a 1.4 V
supply, the charge-redistribution circuit [13] is utilized to serve
as a bridge. Furthermore, at the circuit design level, an equiva-
lent model [14], [15] is required to simulate the behavior of the
heart. To obtain the corresponding value of each component, the
cathode and anode are assumed 10 and 50 , respec-
tively. Moreover, the faradic resistance (43 ) is assumed that
the electrode for pacing is made of 5 mm-stainless steel [16].

Human systole has a particular frequency under normal con-
ditions. Simultaneously, the peak pulses ( -wave) should be
naturally triggered by the same frequency. The target of the
proposed IMSoC is to provide stimulation pulses to protect the
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Fig. 8. Pacing channel with a heart model [14].

Fig. 9. Operation of the proposed IMSoC and the stimulation parameters.

heart from the lack of -waves. As shown in the bottom of
Fig. 9, the parameters of the stimulation include pulse dura-
tion, pulse amplitude, and stimulation frequency ( ).
All stimulation parameters can be programmed by a system con-
troller according to the control signal frame [Fig. 11(b)]. The de-
tailed signal flowchart of the system controller will be described
in the next Section. The pacing channel is enabled to generate
the stimulation pulses, and the peak value of the -wave is over-
looked (the top of Fig. 9) within the stimulation indicators. The
stimulation frequency depends on the physiology characteris-
tics of the patients, and the decisions on the two other param-
eters (i.e., pulse amplitude and pulse duration) depend on the
strength–duration curve [15].

Fig. 10. (a) PSK demodulator with the PLL technique. (b) Relative operation.

IV. DIGITAL CIRCUITRY

A. PLL-Based PSK Demodulator

The PLL-based PSK demodulator is used to capture and
restore the required clock and data, which are transmitted to
the system controller to update the stimulation parameters. The
circuit and operation of the PSK demodulation are shown in
Fig. 10. Initially, the input analog signal from the coil coupling
is converted to digital codes [8] as the modulated PSK signal
by a 1-bit ADC. The digital PLL circuit synchronizes certain
signals, such as the PSK data, the oscillating signal of the
voltage-controlled oscillator (VCO), and the recovered data, by
detecting the phase difference [17].

To recover the clock and data, the frequency of the VCO
output signal is double than that of the PSK carrier when the
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Fig. 11. (a) Signal flowchart of the system controller. (b) Format of the 41-b control signal frame.

PLL is locked in the phase. The PSK modulated signal and the
half-frequency signal of the VCO are calculated logically by the
exclusive-NOR gate MX3. The calculated result is on standby at
the flip-flop (DFF). Furthermore, according to the operation
in Fig. 10(b), the final recovered PSK demodulated data (rData)
can be acquired correctly at the output of the DFF, which was
clocked by the output of the VCO. However, in the output of
the phase detector, the error pulses, which result from the phase
difference of two transition edges between the PSK signal and
the output signal of MX2, could destroy the lock of the PLL at
an instant time and result in a clock recovery error. To avoid the
errors from the phase transitions, the signal “CP reset” is used
to generate a signal and maintain constant voltage at the output
of the charge pump during the phase transition, then it can en-
sure that the output voltage of the charge pump is stable when
the phase transition of the PSK signal occurs.

B. System Controller

In the telemetry system, initial identification bits, parity bits,
and end codes are used together to sustain the system controller
with an online accuracy protection function [17]. The system
controller in the proposed IMSoC is designed according to the
algorithm in Fig. 11, including the shift registers for the store of
the logic parameters, the functions of data confirmation, and the

TABLE I
DEFINITION AND PROPERTIES OF THE SYSTEM CONTROLLER PARAMETERS

operation identification. The parameters mapping the registers
and the properties are listed in Table I.

The proposed system controller is composed of a finite state
machine (FSM), a series of logic registers, and a commander.
The FSM receives data from the external device, and then it
monitors its characteristics to determine the location of the
start/end frames. The parity bits before the end frame are
executed by a system controller, which waits for the timeout
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Fig. 12. Block diagram of the monitoring analog front end.

signal from the pacing period. If the correct frame is received,
an acknowledgement (Ack) signal is replied to indicate the
reception completely. Otherwise, the data frame is ignored
because no Ack is replied. The start (sync) bits, parity bits, and
end bits are helpful in guaranteeing data correction.

According to the -wave detection and the data stored in the
registers, the commander determines if the stimulation pulse is
required for the patients. For example, in a practical application,
the surgeon decides the logic parameters depending on the dis-
ease of the patient and delivers them to the system controller.
In a healthy condition, the patient’s heart completes the sys-
tole normally to generate the regulated -waves. Otherwise, if
the patient suffers from a heart disease that causes the elimina-
tion of the original level of -wave (refer to the mark in Fig. 9,
which indicates that the peak value of the -wave is missing),
the commander enables the pacing channel to trigger the stimu-
lation pulse with a fixed frequency and the preset duration/mag-
nitude until the patient’s systole is restored.

V. SENSING CHANNEL

The sensing channel includes a MAFE and an LSK modu-
lator. The main components inside a MAFE, as shown in Fig. 12,
are a programmable-gain preamplifier with the structure of a dif-
ferential difference amplifier (DDA), a second-order filter with
an optional LP/BP response, and a successive approximation
ADC (SAADC) with real-time threshold detection.

A. Programmable-Gain Preamplifier

The potentials of the stimulated objective are detected and
amplified by the first-stage preamplifier with a differential dif-
ference structure to achieve a programmable gain under low-
supply voltage [5], [18]. Referring to Fig. 13, the capacitance
ratio between and determines the amplification of
the 21/31 dB, respectively. Blanking switches are implemented
in the amplifier [5] to prevent the saturation of the MAFE from
the large stimulation pulses [19] induced by the pacing gener-
ator of a pacing channel. Moreover, to avoid any possible prob-
lems due to the different DC levels of input electrodes, this
preamplifier is designed under a band-pass function to elimi-
nate the large DC shift in the output.

B. Second-Order Continuous-Time Filter With LP/BP
Response

A second-order filter based on the operational transconduc-
tance amplifier-C (OTA-C) structure with an LP/BP response
is used on the MAFE to filter the out-of-band interference.
The sensing channel operated in two modes includes the ECG

Fig. 13. Circuit diagram of the programmable-gain preamplifier.

Fig. 14. Second-order LP/BP filter.

full waveform with an LP filter and the detection of -wave
magnitude with a BP filter. In Fig. 14, the second-order filter,
which provides the LP/BP outputs ( ), uses
only 4 OTAs to save power and area. To achieve low transcon-
ductance ( ), the techniques of source degeneration and
current cancellation are employed in the design of OTA, which
is also operated in a sub-threshold region to save on power
consumption [5].

C. SAADC With Real-Time Threshold Detection

The final stage of the sensing channel before the LSK modu-
lator is a SAADC with real-time threshold detection, the timing
and block diagrams of which are demonstrated in Fig. 15 [5].
A programmable switched capacitor amplifier, which serves as
a sample-and-hold circuit prior to the comparator, is developed
with a gain of 2/5 times. The proposed real-time detection ADC
provides two functions, including threshold detection and A/D
conversion. They can be reused by SAADC in the sensing mode
to save on power consumption, as the threshold detection re-
quires circuits, including a DAC, an S/H, and a comparator.
Thus, the proposed ADC consumes only 41 nW by sharing
most of the components for these two functions. Based on the
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Fig. 15. (a) Timing and (b) block diagrams of real-time detection ADC.

Fig. 16. Chip microphotograph of the proposed IMSoC.

timing diagram shown in Fig. 15(a), the functions of amplifica-
tion, threshold detection, and A/D conversion are implemented
during each sample-and-hold period, respectively.

VI. In VIVO EXPERIMENT

The proposed IMSoC was fabricated using the TSMC
0.35 2P4M process with an area of 1.5 1.6 . The
microphotography of the chip is shown in Fig. 16.

Four male 10-week SD rats weighing approximately
250–300 g each were used. The experiments conducted in
the present study were approved by the Animal Research
Committee of National Chiao Tung University. The rats were
anesthetized with intraperitoneal injection of sodium pentobar-
ital (50 mg/kg) and were mechanically ventilated with room
air. Body temperature was maintained at throughout
all surgical procedures via a servo-controlled heating pad. After
anesthetization, the rats were placed in dorsal recumbency. The
trachea was palpated, and a midline incision from the caudal
end of the larynx to the suprasternal was made. Using blunt dis-
section, the sternothyroideus muscle from the sternomastoideus
was separated. The sheath was carefully incised to expose the
carotid artery, jugular vein, and vagus nerve.

Fig. 17. Animal surgical setup. (a) Carotid artery cannulation. (b) Implanted
and pacing electrode diagram.

Fig. 18. (a) Top/bottom views and the scale of implanted device. (b) Commu-
nication between the implanted IMSOC and the external DSP device.

The right internal carotid artery was cannulated with a hep-
arinized saline-filled catheter (200 U/ml, PE-50, with internal
and external diameters of 0.58 and 0.965 mm, respectively; Clay
Adams Co., USA). The catheter was then inserted bevel-up into
the artery and toward the right ventricle, with its curvature di-
rected towards the midline, as shown in Fig. 17(a). Next, the
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Fig. 19. in vivo experiment results. (a) Before and after parameter transmission.
(b) Inhibited and triggered pulse with artifact to emit LED.

homemade electrode (no.15140/13848, 50 in diameter; Cal-
ifornia Fine Wire Co., USA) was deposited in the lumen with
PE-50 catheter, as shown in Fig. 17(b), was advanced into the
artery, and was stopped at the appearance of a ventricular curve.
The electrode was coiled in a single loop at the site of cannula-
tion and was subsequently sutured to the underlying muscle.

The anesthetized animal was also given a dorsal midline inci-
sion (4 cm). Blunt dissection was used to tunnel subcutaneously
into the implanted site and create a pocket for the IMSoC. The
IMSoC, which was coated with the biocompatible polymer
polymethyl-methacrylate (Cranioplastic, C.M.W. Laboratories,
Ltd., Blackpool, UK), was inserted through a dorsal midline

TABLE II
IMSOC SPECIFICATIONS

incision in the skin distal to the neck. Next, the IMSoC was
connected to the electrode externalized at the back (Fig. 18).
Finally, the incision was sutured with 5/O nylon (Prolene,
Ethicon, Johnson & Johnson Medical Ltd., N.S.W., Australia)
and covered with two strips of elastoplast (Leukoplast, Ham-
burg, Germany) to prevent the tearing of the wound.

Fig. 19 demonstrates the in vivo experiments conducted by
implanting the IMSoC into the rats (Fig. 18) and presents one
measured closed-loop behavior of triggering and inhibition. The
IMSoC receives the input RF power and the configuration of
the stimulus parameters from the battery-based DSP maintained
by the rat’s side. In Fig. 19(a), as the parameter transmission is
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TABLE III
COMPARISON OF PAPERS ON PACEMAKERS

completed, the first stimulation occurs, accompanying the illu-
mination of the red light-emitting diode (LED). The maximum
operation distance of the IMSoC is approximately 25–45 mm
in the animal experiment. The MAFE amplifies the EGMs mea-
sured from the implanted catheter and subsequently recognizes
the -beat at a detection rate of 1 kHz. When one R-beat is
present within a stimulation period of 400 ms, the stimulus is
inhibited by the controller. Conversely, intracardiac stimulation
(amplitude: ; pulse duration: 0.5 ms) is performed at the
detected - beat interval longer than 400 ms in the conscious
rodent experiment. Simultaneously, the stimulation is visually
indicated by illuminating the LED. One stimulus artifact ap-
pears after 20 ms of the intracardiac stimulation, as shown in
Fig. 19(b). The specification summary of the entire IMSoC is
presented in Table II, including the digital blocks, powering in-
terface, pacing channel, and MAFE.

The proposed IMSoC employing the endocardial as the
stimulated model can be regarded as a pacemaker. Unlike that
in some studies on the pacemaker [20]–[22] and commercial
products, as shown in Table III, the proposed IMSoC provides
not only the basic functions, such as sensing and detection, but
also some practical techniques, including programmable pacing
parameters, low-power MAFE with multiplex bandwidth/gain,
and smart power management.

VII. CONCLUSION

A low-power IMSoC with smart powering management, im-
mediate signal acquisition, and wireless telemetry system, is de-
veloped. A 237 nW analog front-end senses the bio-signal and
replies to the system controller if the stimulation is required.
Moreover, the required stimulation pulse decided by user-de-
fined parameters from the external DSP can be carried out by a
digital controller and a pacing channel. The in vivo experiment
is studied to demonstrate closed-loop behavior and reliability.
Compared with the recent pacemakers in the market, the pro-
posed IMSoC features low power consumption, ultra small size,
and rechargeable mechanism.
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