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a  b  s  t  r  a  c  t

Pyrochlore  phases  solid  solutions,  La2Ce2−xRuxO7 (x =  0–0.35)  were  prepared  with  a  sol–gel  process
and  used  as  catalysts  for the  autothermal  steam  reforming  of ethanol.  The samples  as  prepared
were  characterized  with  powder  X-ray  diffraction  (PXRD),  X-ray  photoelectron  spectra  (XPS),  and
temperature-programmed  reduction  (TPR).  The  XPS  and  TPR  spectra  revealed  the  effect  of  doped  Run+

to  oxidation  states  of La  and  Ce  sites.  The  low  temperature  reduction  ability  and  relative  concentra-
tion  of Ce4+ ions  are  increased  as  the  cell-dimension  decreased.  Tests  of  catalytic  activity  showed  that
the  reforming  performance  of La2Ce2−xRuxO7 catalysts  was  affected  by the Ru/Ce  loading  ratio.  For  all
utothermal steam reforming of ethanol
yrochlore
olid solution
uthenium

catalysts,  partial  oxidation  was  favored  at a  large  C/O  composition;  incomplete  ethanol  conversion  was
observed  for  C/O  ≥  0.7. The  optimized  catalyst  was  La2Ce1.8Ru0.2O7 with  hydrogen  production  rate  (rH2 )
2.01  ×  10−3 mol  s−1 gcat

−1 (autothermal  temperature  ∼600 ◦C and  97%  ethanol  conversion  at  C/O  =  0.6).
The  catalyst  exhibited  stable  rH2 over  26  h of the  reaction  with  ethanol  conversion  >95%.  rH2 of  the  cata-
lyst  gradually  decreased  thereafter  because  LaAlO3 started  to  formed  and  affected  catalytic  process.  For
the catalyst,  the Ru  ions  remained  well  dispersed  before  and  after  the  AESR  reaction.
. Introduction

Global warming, a critical topic, draws much attention. The
urning of fossil fuels is accompanied by the production of pol-

utants such as COx, NOx, CHx and SOx that cause severe influence
o our surroundings; including the greenhouse effect. Although fos-
il fuels are the major energy source of the world, providing ∼80%
f our daily power supply, they have limited availability in nature
nd will become severely depleted in the mid-21st century. Scien-
ists have hence devoted effort to investigate renewable sources of
nergy to solve a prospective crisis. Among these available sources,
ydrogen is a prospective carrier of energy because of its content of
nergy per unit mass (i.e., 120.7 kJ/g) is larger than for other fuels;
t burns cleanly without emitting pollutants to our environment
1,2].

Hydrogen gas produced by ethanol reforming is considered to
e a sustainable process [3–5]. The overall reaction can be depicted
toichiometrically as:

o

2H5OH+3H2O → 3CO2+6H2, �H298 = +347.4 kJ/mol (1)

n alternative conversion of ethanol into H2 is autothermal steam
eforming (AESR). In this process, mixtures of ethanol, water, and

∗ Corresponding author. Tel.: +886 3 5131332; fax: +886 3 5723764.
E-mail addresses: chishen@mail.nctu.edu.tw, chishenlee@gmail.com (C.-S. Lee).
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O2 gases are injected in a specific proportion; H2 is thereby pro-
duced exothermically [4–6]. The overall reaction can be derived
as

C2H5OH+2H2O+
1
2

O2 → 2CO2+5H2, �HR ≈ −50 kJ/mol (2)

According to this reforming, H2 (5 mol) is produced from ethanol
(1 mol) with ideal selectivity SH2 = 167%. Schmidt’s group reported
an effective rhodium–ceria catalyst that promoted AESR to pro-
duce H2 from ethanol in a large yield [6].  Ceria is well known for
its excellent catalytic activity in various reactions [7–10], such as
its satisfactory oxidative ability and capacity for storage of oxygen
ions, through the facile transformation between Ce3+ and Ce4+ ions
[11]. The morphology of ceria nanocrystals influences the catalytic
activity, and catalytic activity for ethanol reformation depends on
crystal facets, but ceria nanocrystals with specially exposed facets
exhibit unstable activity and the nanostructures collapse after test-
ing for 24 h [12]. Research on ceria has also focused on the effects of
crystal defects. In our preceding work we  developed solid solutions
of ceria nanocrystals Ce1−xMxO2 (M = Ti, Zr, and Hf) with controlled
morphologies; an analysis of hydrogen temperature-programmed
reduction (H2-TPR) revealed the direct effect of the crystal defects
on reductive ability [13,14].
The pyrochlore phase is understood as a defect structure of flu-
orite type with general formula A2B2O6 or A2B2O7. This structure
exhibits ccp arrays of cations with anions partially occupying the
tetrahedral sites to form a distorted structure containing intrinsic

dx.doi.org/10.1016/j.apcatb.2013.01.025
http://www.sciencedirect.com/science/journal/09263373
http://www.elsevier.com/locate/apcatb
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efects [15,16]. According to the structural features of a pyrochlore
hase, the B site in a pyrochlore structure has six-coordination with

nteratomic distances in a range 1.8∼2.3 Å, which is suitable for
ubstitution by transition-metal cations [17,18]. Besides, the pecu-
iar cation alignment in pyrochlore structure also implies potential
atalytic applications [19–21].

Research on pyrochlore material has been focused on appli-
ations such as catalytic [17,22–24],  electronic [25], optical [26]
agnetic properties [27] and SOFC electrode materials [28]; there is

o report of pyrochlore materials as catalyst for an steam reforming
f ethanol. In this work, we have prepared, through sol–gel meth-
ds, Ru-doped pyrochlore phases, La2Ce2−xRuxO7 (x = 0–0.35), in a
eries to assess their catalytic performance. Doping Ru ions into
a2Ce2O7 structure is expected to create further crystal defects
nd to improve the activity in an AESR reaction. Otherwise, the
reparation of solid solutions might also avoid the catalytic deacti-
ation caused by the formation and vaporization of gaseous RuO3 (g)
nd RuO4 (g) [29]. AESR performance is tested; the results correlate
ell with their chemical properties characterized by powder X-ray
iffraction (PXRD), temperature-programmed reduction (TPR), and
-ray photoelectron spectra.

. Experiments

.1. Synthesis

All reactions were conducted with wet chemical routes. Metal
itrates and metal oxides served as sources of metal ions. All
hemicals had analytical grade and were used without further
urification.

The sol–gel method was applied to synthesize Ru-doped
yrochlore samples. In a typical experiment, poly(ethandiol)-
lock-poly(propandiol)-block-poly(ethandiol) copolymer, HO(CH2
H2O)20(CH2CH(CH3)O)70(CH2CH2O)20H (designated EO20PO70
O20; Pluronic 123; Aldrich, 1 g) was dissolved in ethanol (10 g)
nd served as a surfactant. La(NO3)3·6H2O, Ce(NO3)3·6H2O, and
uCl3·xH2O were added in quantitative proportions according to
a, Ce, and Ru ions in fixed stoichiometries to 5 mmol  in total. After
tirring for at least 1 h, the resulting sol solution was  gelled at 40 ◦C
n air for 3 days, during which the surfactant P123 polymerized
nd metal oxide was formed in a network. The surfactant species
as then removed on calcining the samples as made at 900 ◦C for

 h. For comparison, metal oxide CeO2 was prepared with the same
rocedure.

.2. Preparation of the catalyst

.2.1. Preparation of La2Ce2−xRuxO7 (x = 0–0.35)
Catalysts were prepared with conventional impregnation. In

 general procedure, the metal oxides (0.1 g) as made were well
ispersed in ethanol (∼3 mL)  in appropriate proportions with an
ltrasonic treatment (MICROSONTM XL 2000). Alumina of large
pecific surface area (corundum; 18 mesh; 1 g; SBET > 300 m2/g) was
hen immersed in that solution as the supporting material. The sol-
ent was dried at 80 ◦C; the entire procedure was repeated at least
ve times to yield metal oxides well dispersed on the Al2O3 sup-
ort. The catalysts as prepared were then used to test the AESR
ithout further treatment.

.2.2. Preparation of 5% Ru/CeO2 and 5% Ru/La2Ce2O7 catalysts
The catalysts of 5% Ru/CeO2 and 5% Ru/La2Ce2O7 were dispersed
n Al2O3 supports according to the process described in 2.2.1. Metal
xide (0.1 g), CeO2 and La2Ce2O7 were first supported on Al2O3; the
uCl3•xH2O solution was then added. The loaded proportions of Ru
etal were maintained at ∼5 mass % of the metal oxide. Before the
mental 134– 135 (2013) 359– 366

AESR tests, the catalysts as made were reduced under flowing H2
(0.2 SLPM, 600 ◦C, 5 h) to activate the catalysts.

2.3. Characterization

2.3.1. Powder X-ray diffraction
Powder X-ray diffraction (PXRD) data for the products were

measured at 295 K on a powder diffractometer (Bruker D8 Advance
Bragg–Brentano-type, 40 kV, 40 mA,  Cu K�, � = 0.15418 nm). For
phase identification, XRD data were collected in a range 2� from
20◦ to 80◦ with a step interval 0.02◦.

2.3.2. Scanning electron microscopy and energy-dispersive
spectra

The morphologies of products were examined with a scanning
electron microscope (JEOL JSM-7401F FE-SEM). The images were
acquired with accelerating voltage 10 kV with several magnifica-
tions. Semiquantitative microprobe analysis was performed with
an energy-dispersive spectral detector (Oxford INCA Energy 350)
equipped on the SEM.

2.3.3. X-ray photoelectron spectra
To examine the oxidation states of each element, we recorded

(PHI Quantera SXM instrument, scanning monochromatic X-
radiation, Al anode) X-ray photoelectron spectra of C1s,  O1s, Ru3d,
La3d and Ce3d core levels. The pressure in the chamber was less
than 6.7 × 10−7 Pa during the experiment. All spectra were fitted
with a XPS peak software package.

2.3.4. Temperature-programmed reduction
Temperature-programmed reduction (TPR) was  performed in

a quartz microreactor (China Chromatography 660 instrument,
thermal-conductivity detector, TCD). A sample (approximately
80 mg) was loaded into a silica tube and sealed with silica wool.
The sample was heated to 900 ◦C at a rate 10 ◦C/min in a reducing
atmosphere (10% H2 in flowing Ar).

2.3.5. Specific surface areas
N2 adsorption–desorption measurements were performed at

77 K using Micrometrics sorptometer Tri Star 3000. The spe-
cific surface areas (SSA) of samples were estimated by the
Brunauer–Emmet–Teller (BET) method. Prior to the sorption mea-
surement, the samples were degassed at 473 K overnight.

2.4. Measurement of catalytic performance

The autothermal ethanol steam reforming reactions were car-
ried out in a quartz fixed-bed reactor with the inner diameter
∼4 mm,  and length ∼12 cm.  The 1.5 cm catalytic specimen was
loaded and the gas hourly space velocity (GHSV) was maintained at
1.6 × 105 h−1. An HPLC pump was  equipped to feed the fuels con-
taining a water/ethanol mixture of known composition (molar ratio
of H2O:C2H5OH = 3:1). The feeding amount of water/ethanol mix-
ture was  in terms of the carbon-to-oxygen ratio (C/O); a factor that
would affect the oxidation process of fuels, and could be defined by
the following equation [6,30]:

C/O = mole of C of inlet fuels
mole of O of inlet fuels exclude H2O

A three-zone heating furnace was used to control the tem-
perature of vaporization of the water/ethanol mixture and the

preheating temperature of the catalysts. The fuels and air stream
were pumped into the steel chamber and mixed well at 220 ◦C in
the first heating zone. The second heating zone was maintained
at 240 ◦C to prevent condensation of the evaporating gas mixture.
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ithin the third heating zone, the loaded catalyst was  preheated
nd the temperature was 400 ◦C.

The results were analyzed by the gas chromatograph (Agilent
C 7890A). Two six-port valves were served to inject the sample of

he produced effluents into the injection port of GC equipped with
 molecular sieve column (30 m 0.32 mm ID, MOL  SIV 5A, carrier
as = Ar) on a flame-ionization detector and a micro-packed column
n a thermal-conductivity detector. A column (molecular sieve 5A)
eparated CH4, C2H4, C2H5OH, and CxHyOz, and a micro-packed
olumn separated H2, CO, and CO2.

. Results and discussion

.1. Synthesis and characterization

.1.1. Preparation of La2Ce2−xRuxO7 solid solution
Pyrochlore phase La2Ce2O7 was chosen as the host material;

he B-site cations (Ce4+) were substituted with the catalytically
ctive Ru ions at varied concentration. According to the PXRD
attern (Fig. 1(a)), a solid solution of La2Ce2−xRuxO7 resulted for

 = 0–0.5 and an impure phase (RuO2) formed for x > 0.5. The effect
f the doped Ru4+ ions on the crystal unit cell is shown in Fig. 1(b)
s a function of the cell volume versus molar ratio of Ru. The

esults indicate that the cell dimension is gradually decreased from
394.04(1) to 1351.06(2) Å3 and exhibits a linear relation in the
ange x = 0–0.35. The results of PXRD analyses indicate that the
hase width of the solid solution La2Ce2−xRuxO7 is in the range

ig. 1. Phase identification of La2Ce2−xRuxO7 (x = 0–0.35); (a) powder X-ray diffrac-
ion; (b) cell refinement.
mental 134– 135 (2013) 359– 366 361

x = 0–0.35. Other properties including crystal size, specific surface
area, and EDS of the materials as prepared are summarized in
Table 1. The crystal sizes were estimated with the Scherrer equa-
tion; the average particle size decreased significantly from 25 to
11 nm when the Ru content was  increased above 0.15. The crystal
size and morphology that were investigated with the SEM (Fig. 2)
indicate aggregated nanoparticles for all samples. The specific sur-
face area of the materials as-prepared was measured and estimated
with the Barrett-Emmett–Teller method; the values of all sam-
ples were within a small range 5–19 m2/g. The small SBET values
reflect the high temperature of calcination under which most pore
structures are collapsed [31].

3.1.2. X-ray photoelectron spectra
Analysis of X-ray photoelectron spectra (XPS) was utilized to

understand the oxidation states and defects in the materials as syn-
thesized. The XPS spectra revealed characteristic features of Ce3d
and Ru3d (Figure S1). The spectra of Ce3d were fitted to calculate
the % (U′ ′ ′) value for semi-quantifying the fraction of Ce4+ in the
as-prepared samples (Table S1) [11]. For undoped phase La2Ce2O7,
the calculated U′ ′ ′ value is 12.6 and the maximum value is observed
for the sample of x = 0.2 (U′ ′ ′ = 14.3). For compounds with x > 0.2,
the observed values of % (U′ ′ ′) are within 13.3–13.7. The results
indicate that the relative amount of Ce4+ increased as the con-
tent of doped Ru increased until x = 0.2. The spectra of Ru3d were
also fitted to understand the effect of Ru-doping to the oxidation
state of Ce ions. The binding energies (BE) of Ru3d5/2 were found
in a range 281.66–282.99 eV (Table 2). For x ≤ 0.15, only one XPS
line was  observed, but for x > 0.15 another line with a greater BE
was also observed. According to the literature, the Ru3d5/2 signal
of Ru4+ is located in the range 280.7–281.0 eV and those of the
highly oxidized RuOx are assigned at 282.5–282.6 eV and 283.3 eV
for RuO3 and RuO4, respectively [29]. The oxidation state of Ru in
La2Ce2−xRuxO7 is thus deduced as +4; there might exist some Ru
ions with oxidation numbers >+4 in the samples with x > 0.15. This
condition is reasonable because the calcination temperature 900 ◦C
favors the formation of highly oxidized Ru ions [29]. Moreover, our
BE of Ru ions are larger than those reported, which might be due
to the metal–metal interaction between Ru and La/Ce ions. Fig. 3
shows the La3d spectra of the samples as prepared. The charac-
teristic spectrum of La3d exhibits two asymmetric lines at ∼839
(La3d5/2) and ∼856 eV (La3d3/2) with their satellites at the smaller
BE side as a shoulder, separately [32]. Four XPS lines are assigned as
3d5/2 and 3d3/2 levels for La2Ce2−xRuxO7 (x = 0–0.35). Lines of ∼838
(La3d5/2) and ∼855 eV (La3d3/2) with their satellites at ∼834 and
∼851 eV, respectively, are assigned to the BE of La3+ in pyrochlore
phase. The weak XPS lines centered at ∼836 and ∼853 eV with their
satellites at lower energies of ∼833 and ∼849 eV, indicate partially
reduced La ions.

Combining with the fitted results of XPS spectra, the correla-
tion between Ce and Ru ions was  proposed as follows. When the
La2Ce2O7 was  doped with Ru, the unit cell dimension was reduced
and favored for the small ionic radius Ce4+ ions. The oxidation state
of Ru was  +4 when x < 0.2. As the Ru content was  increased, higher
oxidation state of Run+ (n > 4) started to form and the La3+ and
Ce4+ ions in the host material were partially reduced, which led
to the formation of Ce+3 ions. The oxidation states of La were also
affected by the doped-Ru element. The results of XPS analyses sug-
gested that there were different kinds of environments for La ions
on the surface of Ru-doped pyrochlore phase. The degree of disor-
der or metal-metal interaction increased, which led to the increased
amount of partially reduced La ions. The maximum amount of Ce4+
was observed at x = 0.2. We  proposed that a metal-metal interaction
between Ru and La/Ce ions might exist due to the facts of greater
BE for Ru ions than those reported and a smaller BE near the regular
La3+ ions.
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Table 1
Unit cell parameter, crystal size, Ru molar contents, and BET surface area of the solid solution La2Ce2−xRuxO7 (x = 0–0.35).

x 0 0.1 0.15 0.2 0.3 0.35

Unit cell parameter/Å 11.171(4) 11.139(6) 11.118(3) 11.100(8) 11.076(3) 11.064(5)
Crystal size/nma 25.77 25.78 11.73 13.07 11.84 9.90
Ru  contents (molar ratio)b N/A 0.06 0.13 0.20 0.29 0.34
Surface area/m2g−1 5.47 5.47 <2 2.84 18.66 19.29

a Calculate from PXRD pattern by Scherrer equation
b Calculate from EDS results
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of Ce ions, the H2 consumption rate was first increased and stable
at x = 0.1 and 0.15 (∼1500 �mol/g); then reached to the maximum
value of 2009 �mol/g at x = 0.2. As the amount of Ru ions increased
Fig. 2. SEM images of solid solution La2Ce2−xRuxO7 (a)

.1.3. H2 reduction ability
The reduction behavior of La2Ce2−xRuxO7 (x = 0–0.35) as pre-

ared was examined with a temperature-programmed reduction
TPR) system to investigate their catalytic properties; the TPR pro-
les appear in Fig. 4a. The reduction of Ru ions contribute to the
emperature region <350 ◦C that are assigned to one or two  lines.
n the region >350 ◦C, reduction features of Ce4+ ions were observed.
oping with Ru ions seems to stabilize the B site in the structure
f La2Ce2O7 and the curves of H2 consumption show a sustained
eduction behavior after 350 ◦C. In La2Ce2O7, reduction of the Ce4+

ons began at 400 ◦C and ended at 700 ◦C. For Ru-doped sam-
les, two reduction features were observed for the reduction of
u4 → Ru3+ and Ru3+ → Ru2+/Ru0. In addition, the reduction tem-
erature of Ru ions was gradually shift to lower temperature, which

s correlated with the shift of BE values for Ru ions (Table 2). As
he proportion of Ru increased to x = 0.3 and 0.35, only one broad
eduction line centered at 117 ◦C was observed, indicative of the
xistence of highly oxidized Ru ions in the solid solution as pre-
ared; this result is consistent with the analysis of XPS.

Hydrogen consumption rates were calculated and depicted as a
unction of rate versus Ru content (Fig. 4b). Full reduction process
as estimated in the temperature range of 60–900 ◦C. For ternary

hase of La2Ce2O7 (x = 0), H2 consumption rate is 786 �mol/g.
he reduction ability for Ru-doped samples is enhanced due to
he effect from the defect formation when the B-site Ce ions are

able 2
ssignment of Ru3d3/2 XPS lines of solid solution La2Ce2−xRuxO7 (x = 0–0.35).

x 0 0.1 0.15 0.2 0.3 0.35

Ru3d3/2 N/A 281.66 281.86 281.91 281.91 281.87
N/A N/A N/A 282.98 282.99 282.95
(b) x = 0.1; (c) x = 0.15; (d) x = 0.2; (e) x = 0.3; (f) x = 0.35.

partially replaced by Ru ions. The highest H2 consumption rate is
2714 �mol/g for La2Ce1.8Ru0.2O7.

Contributions of Ru and Ce ions in host material are evaluated
by integration of hydrogen consumption in two parts, 60–350 for
Ru and 350–900 ◦C for host materials, respectively. For the contrib-
utions of Ru ions, the H2 consumption was increased gradually up
to x = 0.15 and became stable between x = 0.15 and 0.30, finally the
H2 consumption increased to the higher rates at x = 0.35. For that
Fig. 3. La3d X-ray photoelectron spectra of La2Ce2−xRuxO7 (x = 0–0.35). The marked
lines are the uncommon split lines.
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Fig. 4. (a) Temperature-programmed reduction profiles; (b) H2 consumption of
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Fig. 5. H2 production rate of catalysts, 5% Ru/CeO2,  and 5% Ru/La2Ce2O7.
(H2O/ethanol = 3, GHSV = 1.6 × 105 h−1, T = 400 ◦C).

Fig. 6. Ethanol conversion and C-species selectivity as a function of reac-
tion temperature. (Catalyst: La2Ce1.8Ru0.2O7; H2O/ethanol = 3, GHSV = 1.6 × 105 h−1,

◦

SCO2 decreased. At C/O = 0.7, the incomplete conversion of ethanol
was observed; Xethanol < 90%. The suppression of the water-gas-shift
a2Ce2−xRuxO7 (x = 0–0.35).

x > 0.3), the H2 consumption rate decreased. The trend of hydrogen
onsumption rate for Ce ions is similar to that of the total hydrogen
onsumption.

.2. Catalytic performance

.2.1. Performance of 5% Ru/CeO2 and 5% Ru/La2Ce2O7

CeO2 is known as an efficient catalyst for the autothermal steam
eforming of ethanol [6,33].  CeO2 and host material La2Ce2O7 were
hus prepared through the same sol–gel method and served as

 catalyst at 5% Ru loading for comparison. The performance in
utothermal steam reforming of ethanol was tested to confirm the
atalytic activity of CeO2 and La2Ce2O7. The corresponding rH2 is
hown in Fig. 5 (detailed results are summarized in Fig. S2); the
atalyst, 5% Ru/La2Ce2O7, reveals greater rH2 than the 5% Ru/CeO2
atalyst. Thus, La2Ce2O7 is suitable for use as a host material not
nly because of the structural features but also the superior cat-
lytic activity.

.2.2. Performance of La2Ce2−xRuxO7 (x = 0.1–0.35) solid solution

.2.2.1. Effect of reaction temperature. The effect of temperature on
utothermal steam reforming of ethanol was measured under the
ondition with carbon-to-oxygen ratio (C/O) of 0.4 and the cor-
esponding total flow rate was 1.6 × 105 h−1 GHSV. The results

isplayed in Fig. 6 shows the corresponding conversion rate of
thanol (Xethanol) and selectivities of C-species (Sx; x = CO, CO2, CH4).
n general, an autothermal steam reforming reaction starts at T –
00 ◦C and the Xethanol reaches to a high value (≥95%). Change of
T  = 400 C, C/O = 0.4).

distribution of products was observed with the increased temper-
ature that SCO slightly increased and SCO2 decreased. This is due
to the slightly endothermic enthalpy (�HR = +20 kJ.mol) of partial
oxidation reaction of ethanol. The results indicate that the effect of
temperature is not obvious and the following measurements were
all controlled at 400 ◦C.

3.2.2.2. Effect of carbon-to-oxygen ratio. The AESR performance was
tested for the solid solution La2Ce2−xRuxO7 (x = 0.1–0.35) supported
on Al2O3. The C/O composition was  varied from 0.4 to 0.7 to eval-
uate the catalytic activity of the catalysts as prepared with the
preheating temperature controlled at 400 ◦C. Besides the produc-
tion of gaseous H2, CO, CO2 and CH4 (in trace proportion), no
other CHx species was detected with GC in all tests. The result-
ing catalytic performances are shown in Fig. 7, including ethanol
conversion (Xethanol), hydrogen production rate (rH2 ) and selecti-
vities of C species (SCO andSCO2 ). The C/O composition is a crucial
factor in AESR reactions that dominate the contribution of the total
and partial oxidations; the optimized value varies with the catalyst
used. For all catalysts, rH2 and SCO increase with increasing C/O, but
the opposite trend was  found for SCO2 . These results support that
the total oxidation is favored at a small C/O level (high O2 partial
pressure) with production of CO2, H2O and much heat. The par-
tial oxidation that produced CO and H2 became predominant at a
large C/O level (low O2 partial pressure); rH2 and SCO increased and
(WGS) reaction was concurrently observed, and SCO/SCO2 for all
catalysts increased with the increasing C/O. This effect might be
due to the high preheating temperature that is unfavorable for the
exothermic WGS  reaction.
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ig. 7. Performance in autothermal steam reforming of ethanol with La2Ce2−xRux

electivity; (d) CO2 selectivity. (H2O/ethanol = 3, GHSV = 1.6 × 105 h−1, T = 400 ◦C).

.2.2.3. Effect of Ru doping. The effect of Ru doping to rH2 , SCO
nd SCO2 was examined. For catalysts with x≤0.3, rH2 gradually
ncreased with an increasing proportion of Ru, but greater Ru
oping led to a restrained yield of H2. The variations of SCO and
CO2 were monitored to consider possible routes of the reaction. As
he Ru proportion was increased from x = 0.1 to 0.3, SCO decreased,
ccompanied by increased SCO2 . SCO/SCO2 also decreased signifi-
antly with increasing Ru in a solid solution, especially at a large
/O level. Possible explanations of these results follow. (1) The Ru-
oped La2Ce2O7 structure might enhance the WGS  reaction that

eads to enhanced H2 production and the elimination of residual CO.
2) The conversion rate of ethanol at C/O = 0.7 was improved on Ru
oping; an increased Xethanol value is observed in Fig. 6(a). The opti-
ized catalyst on an AESR reaction is La2Ce1.8Ru0.2O7 which, with

he great rH2 = 0.70∼2.24 × 10−3 mol  s−1 gcat−1, gives the small-
st yield of harmful gas CO and a rate of conversion of ethanol >90%.
everal materials were investigated as catalysts on AESR reaction
nd their corresponding rates (rH2 ) were estimated from given data.
or Rh-based catalyst, the 5% Rh/CeO2 revealed the rH2∼1.18 ×
0−3 mol  s−1 gcat−1 under a gas flow rate (GHSV ∼ 1 × 105 h−1)
6]. Under a similar flow rate to this work, a better rH2 = 2.88 ×
0−3 mol  s−1 gcat−1 was observed. The drawback for Rh-based cat-
lysts is their cost [6,33].  For low-cost Ni-based catalysts, the ease of
xidation and coke deposition of Ni metal made Ni-based catalysts
ot stable during the AESR reaction, which were mostly applied
nder a low flow rate (GHSV ∼ 10,000 h−1) [34,35]. The catalyst 20%
i/ZrO2 exhibited the rate rH2 = 3.73 × 10−4 mol  s−1 gcat−1 [35].
he reduced LaNiO3 was prepared to prevent the deactivation of Ni
etal and it showed rH2 = 1.7 × 10−3 mol  s−1 gcat−1 [34]. The as-

repared La2Ce1.8Ru0.2O7 exhibits high activity on AESR reaction
ompare to these catalysts.
.2.2.4. The effect of preparation route. From the results of the AESR
erformance, the catalyst 5% Ru/La2Ce2O7 shows a slightly greater
H2 than that of 5% Ru/CeO2, which indicates that La2Ce2O7 is

Fig. 8. Stability test of La2Ce1.8Ru0.2O7. (a) H2 production rate; (b) powder X-
ray  diffraction before and after 48 h test. (H2O/ethanol = 3, GHSV = 1.6 × 105 h−1,
T  = 400 ◦C, C/O = 0.6).
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Fig. 9. SEM images (a) before and (b) after the stability test.

uitable to serve as the host material. Taking the molar ratio of
u/Ce loading into consideration, the values, 0.085, 0.166 and 0.111
orrespond to the Ru/Ce values of 5% Ru/CeO2, 5% Ru/La2Ce2O7,
nd La2Ce1.8Ru0.2O7, respectively. Although CeO2 and La2Ce2O7
evealed similar reductive ability in TPR experiments, the slightly
reater rH2 of 5% Ru/La2Ce2O7 (Ru/Ce = 0.166) might be due to the
reater molar ratio of Ru/Ce loading. Furthermore, the greatest rH2
as observed for the catalyst La2Ce1.8Ru0.2O7 containing the molar

atio Ru/Ce = 0.111. Compared with the catalyst 5% Ru/La2Ce2O7,
he molar ratio of Ru/Ce loading was decreased without dete-
iorating the AESR performance for the catalyst La2Ce1.8Ru0.2O7.
his result correlates to the effective distribution of Ru ions in the
olid solution La2Ce1.8Ru0.2O7. The synthesis of the solid solution is
herefore expected to be a superior way to prepare highly efficient
atalysts.

.2.2.5. Stability test of La2Ce1.8Ru0.2O7. We  tested the enduring
atalytic stability of La2Ce1.8Ru0.2O7 at C/O = 0.6. As shown in
ig. 8(a), the rH2 degraded about 5–10% after a 48 h experiment.
he PXRD patterns were collected before and after the stability test
nd are shown in Fig. 8(b). The pattern of the used catalyst shows
hat a new phase, LaAlO3, began to form, and a decreased FWHM
f La2Ce1.8Ru0.2O7 was observed, indicative of phase decomposi-
ion and particle aggregation, respectively. The crystalline phase of
he support Al2O3 also altered from corundum to �-, �-, �-phase,
hich affected the catalytic routes and led to the degradation

f H2 production. The SEM images of the fresh and used cat-

lysts are shown in Fig. 9. The results indicate the destruction
f the pore structure and the melting-like morphology after the
rotracted AESR experiment. These results are consistent with
he crystallinity change in PXRD patterns. The distribution of Ru

[

[
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ions on the catalyst La2Ce1.8Ru0.2O7 before and after the AESR
reaction was tested using TEM element-mapping analysis (Fig. S3).
The mapping images showed an even dispersion of Ru ions in
both samples, which indicated that, the preparation of a solid solu-
tion was  an effective method to prevent the aggregation of active
metals. The ICP-AES analyses were taken on the fresh and used cat-
alysts. As shown in Table S2, no obvious change on Ru composition
was observed, which indicated that the amount of Ru in the as-
prepared catalyst did not lost during the ethanol reforming process.

4. Conclusion

La2Ce2−xRuxO7 (x = 0–0.5) solid solutions were prepared
through the sol–gel method; the pure phases had x = 0–0.35. The
XPS analyses indicate that most Ru is in oxidation state +4; highly
oxidized Ru ions exist in samples with x > 0.15. A metal–metal inter-
action occurs between Ru and La ions, leading to the formation
of partially reduced La ions. From the TPR profiles, the reduc-
tion temperatures of Ru and Ce ions shift to higher and lower
temperatures, respectively, because of this metal–metal interac-
tion. According to tests of the AESR performance, the optimized
catalyst is La2Ce1.8Ru0.2O7 with the rH2 , 2.01 × 10−3 mol  s−1 gcat

−1

at C/O = 0.6 (Xethanol > 95%). The enduring stability was tested on
La2Ce1.8Ru0.2O7; the rH2 degraded about 5–10% after 48 h. The
major problem would be the reaction between La2Ce1.8Ru0.2O7 and
the Al2O3 support.
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