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SHEAR STRENGTH OF CONCRETE-ENCASED COMPOSITE

STRUCTURAL MEMBERS

By C. C. Weng,1 S. I. Yen,2 and C. C. Chen3

ABSTRACT: This study investigates the shear strength of composite steel and concrete members in which the
steel shape is fully encased in concrete. Two types of shear failure—diagonal shear and shear bond—are
examined in this study. Through understanding of these failure modes, a new approach is proposed to predict
the shear capacities of composite members. Major parameters investigated include steel flange width, shear
reinforcement, concrete strength, and applied axial load. To evaluate the accuracy of the proposed approach, a
verification analysis is made by comparing shear capacities predicted by the proposed approach with previous
test results. Furthermore, the shear capacities predicted by the proposed approach are also compared with those
obtained by American and Japanese provisions. The results of the analysis and comparison indicate that the
proposed approach yields satisfactory prediction of shear strength and provides a rational explanation on the
mechanism of shear bond failure. A new term, the critical steel flange ratio, is introduced to distinguish the
shear bond failure from the conventional diagonal shear failure.
INTRODUCTION

The composite steel and reinforced concrete structural sys-
tem can form a building carrying the merits of each material.
Preventing shear failure is one of the major concerns when
designing a composite structural member. The shear failure of
a concrete-encased composite member generally involves two
possible failure modes: (1) the diagonal shear failure, which
closely resembles the shear failure of an ordinary reinforced
concrete structural member; and (2) the shear bond failure (as
shown in Fig. 1), which results in cracks along the interface
of the steel flange and concrete. For a composite member, the
shear bond failure can be critical when the steel flange width
is large and approaching the overall width of the composite
section. Experiments conducted in Japan have shown that
shear bond cracks along the interface of the steel flange and
concrete are responsible for early failure of some tested con-
crete-encased composite members (Wakabayashi 1988; Zhang
1993).

Among the shear design approaches developed for concrete-
encased composite members, the design provisions suggested
by the American building specifications and by the Japanese
building codes are two widely employed approaches. In the
United States, the design provisions of composite members
can be found in the American Concrete Institute (ACI) (1999)
building code, the American Institute of Steel Construction
(AISC) (1993) LRFD specification, and the NEHRP seismic
provisions [Building Seismic Safety Council (BSSC) (1997)].
In the ACI code, the concrete and the transverse reinforcement
provide the shear resistance of the concrete-encased composite
member. However, no design provision is available to prevent
the possible shear bond failure. In the AISC-LRFD specifica-
tion (Chapter I), the steel web is responsible for the shear
resistance of the composite member; but the contribution of
the concrete and transverse reinforcement is conservatively ne-
glected. In the NEHRP provisions (Chapter 7), although the
steel web and the transverse reinforcement are taken into ac-
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FIG. 1. Shear Bond Failure Cracks along Interfaces of Steel Flanges
and Concrete

count for the shear resistance of the composite member, the
concrete part is not included. Most importantly, both of the
AISC and NEHRP provisions do not provide design guidance
to avoid the shear bond failure that may occur along the in-
terface of the steel flange and concrete of a concrete-encased
composite member.

In Japan, the concept of superposition for the shear design
of composite members is adopted in the Architectural Institute
of Japan (AIJ) steel reinforced concrete (SRC) building code
(AIJ 1987). The shear bond failure mode is considered in the
design code. Although the Japanese guidelines are compre-
hensive for design of composite members, much of the guide-
lines are not applicable to U.S. construction due to differences
in design practice (Ricles 1994).

It is noted that a 5-year research program on composite and
hybrid structures (Goel 1997; Nishiyama 1998) as phase 5 of
the U.S.-Japan cooperative earthquake research program was
initiated in 1993. This program was organized into the follow-
ing four groups: (1) concrete-filled tube column systems; (2)
reinforced concrete and steel reinforced concrete column sys-
tems; (3) hybrid wall systems; and (4) research for innovation
on new materials, elements, and systems. The program objec-
tives are to develop practical analysis and design procedures
for structures in the first three groups and feasibility studies
of new and innovative structural elements and composite sys-
tems in the fourth group. However, as for the study on the
shear strength of concrete-encased composite members, further
research is needed on the behavior of the shear bond failure
mechanism.

In light of the above discussion, this study presents a new
approach to predict the shear strengths of concrete-encased
composite members. The proposed approach considers the
possible failure modes of diagonal shear failure and shear bond
failure. In addition, the approach proposed herein attempts to
.127:1190-1197.
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correspond to the format of the ACI and AISC approaches. To
evaluate the accuracy of the proposed approach, a verification
analysis between shear capacities computed by the proposed
approach and experimental results done by other researchers
is made.

Also performed herein is a series of parametric studies to
investigate the major parameters that may affect the failure
mode of a composite member. These parameters include the
steel flange width, stirrup ratio, concrete strength, and applied
axial load. A new factor called ‘‘the critical steel flange ratio’’
is introduced to distinguish the failure modes between diago-
nal shear failure and shear bond failure of a composite mem-
ber. Finally, the shear capacities predicted by using the pro-
posed approach, the AIJ-SRC code, the ACI code, the
AISC-LRFD specification, and the NEHRP provisions are
compared. The related shear design provisions of these codes
and specifications are briefly reviewed in the following sec-
tions.

AIJ-SRC CODE (AIJ 1987)

According to the AIJ-SRC code (AIJ 1987), the shear ca-
pacity of a composite member is evaluated based on the
method of superposition. That is

(V ) = V 1 V (1)n comp s u r u

where (Vn)comp = shear capacity of the concrete-encased com-
posite member; sVu = shear capacity of steel portion; and rVu

= shear capacity of reinforced concrete (RC) portion. Accord-
ing to the commentary on the AIJ-SRC code, the bond be-
tween the steel shape and the concrete can be neglected in the
ultimate state. Thus, the shear capacity of a concrete-encased
composite member is determined in such a way that the steel
and RC portions resist the shear separately without bond be-
tween them.

To determine sVu and rVu in (1), it is suggested that

Ms uO Fys
V = min , t ?d ? (2)s u w wS Dl9 3Ï

Mr uO
V = min , V (3)r u r suS Dl9

where s Mu = flexural capacity of the steel portion; l9 = clear
span length of the composite member; tw = steel web thickness;
dw = depth of the steel web; Fys = yield stress of steel; r Mu =
flexural capacity of RC portion; and rVsu = shear capacity in
rVu controlled by shear failure of RC portion. To determine
rVsu in (3), the following formula is suggested:

V = min( V , V ) (4)r su r su1 r su2

where

V = B ? j ? (0.5 ? a ? f 1 0.5 ?r ?F ) (5)r su1 r r s w yh

b9
V = B ? j ? ? f 1 r ?F (6)r su2 r s w yhS DB

where rVsu1 = shear capacity in rVsu due to diagonal shear fail-
ure of RC portion; rVsu2 = shear capacity in rVsu due to shear
bond failure of RC portion; B = gross width of composite
member; r j = distance between centroids of tension and com-
pression in RC portion under flexural; ra = coefficient related
to shear span ratio of RC portion, conservatively taken to equal
1.0; fs = shear stress of concrete; rw = ratio of transverse re-
inforcement; Fyh = yield stress of transverse reinforcement; and
b9 = effective width of concrete.
J. Struct. Eng. 2001
ACI BUILDING CODE (ACI 1999)

In the ACI building code, there is no clear guideline avail-
able for the shear design of concrete-encased composite mem-
bers. It is also noted that no specific provision is included
regarding the prevention of the shear bond failure of concrete-
encased composite members. However, there are valuable pro-
visions involving the shear design of ordinary RC structural
members in the code. In the shear design of an RC member,
the diagonal shear failure mode is usually the major concern
of the design. In the ACI code, the shear capacity of an RC
member that fails in diagonal shear can be calculated by using
the following equations:

(V ) = V 1 V (7)n rc r c

with

A F dv yh
# 0.67 f 9bdÏV = (8)cr S

and members subjected to shear and bending

V = 0.17 f 9bd (9)Ïc c

members subjected to shear, bending, and axial compression

Nu
V = 0.17 1 1 0.073 f 9bd (10)Ïc cS DAg

and members subjected to shear, bending, and axial tension

Nu
V = 0.17 1 1 0.29 f 9bd (11)Ïc cS DAg

where (Vn)rc = shear capacity of RC member; Vr = shear con-
tribution of the transverse reinforcement; Vc = shear contri-
bution of the concrete portion; Av = area of transverse rein-
forcement within distance S; d = distance from extreme
compression fiber to centroid of longitudinal tension reinforce-
ments; S = spacing of transverse reinforcement; = concretef9c
compressive strength; b = gross width of RC member; Nu =
required axial compression or tension computed at factored
loads; and Ag = gross area of RC member.

AISC-LRFD SPECIFICATION (AISC 1993)

For concrete-encased composite beams, the AISC-LRFD
specification states that the shear capacity should be deter-
mined by the properties of the steel section alone. The shear
capacity contribution of the RC portion is conservatively ne-
glected. For concrete-encased composite columns, the AISC-
LRFD specification has no clear design guideline regarding
the determination of the shear capacity of the composite col-
umns. It is also noted that there is no related provision to avoid
shear bond failure of the composite member.

NEHRP SEISMIC PROVISIONS (BSSC 1997)

In the NEHRP provisions, the shear capacity of a composite
beam follows the related provisions in the AISC-LRFD spec-
ification. However, the shear capacity of a concrete-encased
composite column is taken as the sum of the contribution of
the steel web plus the transverse reinforcement. The shear ca-
pacities of the steel web and the transverse reinforcement can
be calculated by the formulas suggested in the AISC-LRFD
specification and ACI code, respectively. It is also noted that
the latest NEHRP provisions include requirements for shear
connectors for encased composite columns. The existence of
shear connectors between steel and concrete may help to pre-
vent the shear bond failure of a composite column.

From the review of the shear design provisions presented in
the above sections, the following observations are made: (1)
JOURNAL OF STRUCTURAL ENGINEERING / OCTOBER 2001 / 1191
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for the shear design of concrete-encased composite members,
the current ACI, AISC, and NEHRP design provisions are not
adequate to prevent the possible shear bond failure along the
interface of the steel flange and concrete; (2) although the AIJ-
SRC code includes detailed provisions for the shear design of
concrete-encased composite members, it is noted that the for-
mat and the equations are complicated and difficult to use for
engineers who are unfamiliar with Japanese building codes.

PROPOSED APPROACH

This study presents a new approach containing the follow-
ing characteristics: (1) the new approach considers both failure
modes of diagonal shear failure and shear bond failure; (2)
important parameters such as steel flange width, stirrup ratio,
concrete strength, and applied axial load are taken into account
in the proposed approach; (3) the proposed approach adheres
to the conventional format of the ACI code and AISC speci-
fication so that engineers can easily use it.

Shear Capacity of Composite Member

In the proposed approach, the shear capacity of a concrete-
encased composite member can be determined as follows:

(V ) = (V ) 1 (V ) (12)n comp n s n rc

with

(V ) = 0.6F A (13)n s ys ws

(V ) = min[(V ) , (V ) ] (14)n rc n rc1 n rc2

where (Vn)s represents the shear capacity of steel shape in the
composite member; (Vn)rc denotes the shear capacity of the RC
portion in the composite member; Aws = area of steel web;
(Vn)rc1 and (Vn)rc2 = shear capacities of the RC portion in the
composite member controlled by diagonal shear failure and
shear bond failure, respectively.

As indicated in (14), the shear capacity of the RC portion
(Vn)rc is determined as the smaller value of the diagonal shear
capacity (Vn)rc1 and the shear bond capacity (Vn)rc2. The fol-
lowing paragraphs will introduce how (Vn)rc1 and (Vn)rc2 are
determined in the proposed approach.

Diagonal Shear Capacity of RC Portion

It is noted that Priestley et al. (1994) investigated the di-
agonal shear capacity of reinforced concrete columns and
pointed out the conservatism of the shear design formula sug-
gested in the ACI code. In addition, a recommendation that
the ACI shear formula needs to be revised was proposed. How-
ever, before the adoption of Priestley’s recommendation by the
ACI, the diagonal shear capacity (Vn)rc1 of a concrete-encased
composite member is still calculated by using the current ACI
shear design formula. That is

(V ) = A F (d/S) 1 0.17 f 9Bd (15)Ïn rc1 v yh c

in which the first term should not exceed . For a0.67 f9BdÏ c

composite member subjected to shear, bending, and axial com-
pression, the diagonal shear capacity is

Nu(V ) = A F (d/S) 1 0.17 1 1 0.073 f 9Bd (16)Ïn rc1 v yh cS DAg

Shear Bond Capacity of RC Portion

To determine the shear bond capacity (Vn)rc2 of the RC por-
tion, the shear-friction analogy is utilized in the proposed ap-
proach. As shown in Fig. 2(a), when a horizontal shear force
Vf is applied to an RC specimen, the relative slip of the cracked
parts causes a separation of the cracked surfaces. If there is
1192 / JOURNAL OF STRUCTURAL ENGINEERING / OCTOBER 2001
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FIG. 2. Shear-Friction Analogy of RC Member (ASCE–ACI 1973): (a)
Relative Slip of Cracked Parts; (b) Relation between Compression on
Concrete and Tension in Reinforcement

transverse reinforcement across the crack, it is elongated by
the separation of the surfaces and hence is stressed in tension.
For equilibrium, compressive stresses acting on the concrete
surface are needed, as shown in Fig. 2(b). It is observed that
the shear force is transmitted across the cracked surface in the
following ways: (1) friction resulting from the compressive
stress acting on the cracked surfaces; and (2) interlock of ag-
gregate protrusions on the cracked surfaces combined with
dowel action of the reinforcement crossing the surface.

Test results on the shear friction behavior of RC members
presented by Hofbeck et al. (1969) and Mattock et al. (1972)
indicated that the shear friction strength of a cracked surface
with transverse reinforcement perpendicular to the shear plane
is given as

V = m A F 1 K A # 0.3 f 9A (17)f f vf yh 1 c c c

where mf = shear friction coefficient, taken as 0.8 for concrete
sliding on concrete; Avf denotes the area of transverse rein-
forcement crossing the shear plane; K1 represents the empirical
constant, taken equal to 2.8 MPa for normal weight concrete;
and Ac = area of concrete surface-resisting shear friction. The
first term in (17) represents the friction force, and the second
term denotes the shear transferred by shearing off surface pro-
trusions and by dowel action.

Owing to the existence of the steel shape in a concrete-
encased composite member, the shear-friction analogy of a
composite member is somewhat different from that of an or-
dinary RC member. Thus (17) needs to be modified so that it
can be useful for shear design of composite members. Fig. 3
illustrates the shear behavior in a composite member subjected
to shear bond failure. Fig. 3(a) illustrates the shear bond cracks
along the interfaces of steel flanges and concrete. Fig. 3(b)
displays the shear-friction force along the cracked plane. From
Fig. 3(b), the horizontal shear friction capacity per unit spacing
S of the RC portion Vhf can be calculated by conservatively
assuming that the contribution of the bond stress between the
steel flange and concrete is negligible. That is

V = m A F 1 K A (18)hf f v yh 1 ch
127:1190-1197.
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FIG. 3. Composite Member Subjected to Shear Bond Failure: (a) Shear Bond Failure Cracks; (b) Shear-Friction Force Vhf along Cracked Plane
where Ach = area of concrete resisting the horizontal shear
friction force within a distance S, taken as S 3 b9; S = spacing
of transverse reinforcement; b9 = effective width of the con-
crete section to resist shear bond failure, taken as (B 2 bf); B
and bf are the widths of the gross section and the steel flange,
respectively.

From (18), the maximum average shear stress provided by
internal shear friction force on the cracked surface within a
distance S, t1 can be expressed as

Vhf
t = (19)1

b9S

The use of b9 in (19) is to show the fact that if the steel flange
width becomes larger and approaches the overall width of the
composite section, the horizontal shear resistance provided by
the concrete portion along the interface of the steel flange and
concrete will approach zero.

The shear stress resulting from applied shear force Vrc of
the RC portion at the location of the cracked surface t2 can
be computed from

V Qrc
t = (20)2

I b9c

where Q denotes the first moment of the concrete area above
the interface about the neutral axis of the RC portion; and Ic

= moment of inertia of the RC portion. It is noted that (20)
applies to uncracked elastic concrete members and is only an
approximation for cracked concrete members (MacGregor
1997). To simplify the calculation, the average shear stress is
assumed as uniformly distributed on the effective concrete area
of Acv, in which Acv is taken as b9 3 d. Thus

Vrc
t = (21)2

b9d
J. Struct. Eng. 200
To prevent the shear bond failure, the shear stress resulting
from applied shear force t2 should not be larger than the shear
stress provided by internal shear friction force t1. That is

VV hfrc
# (22)

b9d b9S

Substituting (18) into (22) and with b9 replaced by (B 2 bf)
leads to

V # m A F (d/S) 1 K (B 2 b )d (23)rc f v yh 1 f

Eq. (23) implies that the shear bond capacity of the RC por-
tion, (Vn)rc2, can be expressed as

(V ) = m A F (d/S) 1 K (B 2 b )d (24)n rc2 f v yh 1 f

It is important to observe that (Vn)rc2 decreases linearly with
an increase of the steel flange width. The linear correlation
exists because the following simplifications are made: (1) the
shear stress t2 along the interface of the steel flange and con-
crete is calculated by using the average shear stress on the
effective concrete area of Acv; and (2) the contribution of the
bond stress between the steel shape and the concrete is con-
servatively neglected.

Consequently, the shear capacity of the RC portion of the
concrete-encased composite member should be the smaller
value of (16) and (24).

VERIFICATION ANALYSIS

To investigate the accuracy and suitability of the proposed
approach, a verification analysis between the test results and
the predictions of the proposed approach and the AIJ-SRC
code (AIJ 1987) is made in this study. The test results listed
in Table 1 were conducted by Zhang et al. (1993). All speci-
mens had a square section of 125 3 125 mm and were rein-
TABLE 1. Dimensions, Material Properties, and Test Results of Composite Members Done by Zhang et al. (1992)

Specimen number
B 3 D
(mm)

Steel section
(ds 3 bf 3 tw 3 tf)

(mm)

Stirrups ratio
[rw = Av /(B 3 S)]

(%)
Fys

(MPa)
Fyh

(MPa)
f 9c

(MPa)
Nu

(kN)
Vtest

(kN)

1 125 3 125 H-80 3 80 3 2.0 3 2.0 0.23 254 297 43.9 294 52.7
2 125 3 125 H-80 3 60 3 2.0 3 2.0 0.23 270 297 32.6 121 57.1
3 125 3 125 H-80 3 60 3 2.0 3 2.0 0.23 270 297 28.0 217 57.1
4 125 3 125 H-80 3 60 3 2.0 3 2.0 0.23 270 297 31.6 483 55.9
5 125 3 125 H-50 3 60 3 3.2 3 3.2 0.23 290 297 32.8 223 54.9

Note: All specimens had concrete cover of 15 mm and reinforced by deformed bars 10 mm in diameter deployed at four corners; smooth round bars
3 mm in diameter were used as shear reinforcement every 50 mm along shear span; Nu = applied axial force; Vtest = tested shear strengths of specimens.
JOURNAL OF STRUCTURAL ENGINEERING / OCTOBER 2001 / 1193

1.127:1190-1197.



D
ow

nl
oa

de
d 

fr
om

 a
sc

el
ib

ra
ry

.o
rg

 b
y 

N
at

io
na

l C
hi

ao
 T

un
g 

U
ni

ve
rs

ity
 o

n 
05

/0
1/

14
. C

op
yr

ig
ht

 A
SC

E
. F

or
 p

er
so

na
l u

se
 o

nl
y;

 a
ll 

ri
gh

ts
 r

es
er

ve
d.
forced by deformed bars 10 mm in diameter at four corners.
Smooth round bars 3 mm in diameter were used as stirrups
every 50 mm along the shear span. The encased wide flange
steel was built up by fillet welding from a steel plate 2 or 3.2
mm in thickness. The test setup is shown in Fig. 4(a). A typical
crack pattern and failure mode of the selected specimens at
the ultimate state are illustrated in Fig. 4(b). From Fig. 4(b),
it is observed that all specimens listed in Table 1 failed in the
shear bond failure condition.

Table 2 shows the comparative results between the test re-
sults and the predicted shear strengths based on the proposed
approach and the AIJ-SRC code (AIJ 1987). The predictions
of the ACI, AISC, and NEHRP design provisions are not listed
in this table; owing to these provisions does not provide for-
mulas to calculate the shear strength controlled by the shear
bond failure.

From Table 2, it is observed that the average ratios of the
predicted value to the test result are 0.938 with a standard
deviation of 0.05 for the proposed approach, and 0.921 with
a standard deviation of 0.037 for the AIJ-SRC code. Consid-
ering the above observation, it is felt that the shear capacity
of a composite member can be satisfactorily predicted by the
proposed approach.

In addition, Table 2 indicates that the shear strengths pre-
dicted by the proposed approach are controlled by the shear
bond failure mode for all specimens. However, only the shear
1194 / JOURNAL OF STRUCTURAL ENGINEERING / OCTOBER 2001
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strength of Specimen No. 1 predicted by the AIJ-SRC code is
controlled by the shear bond failure mode. This observation
shows that the proposed approach can more reasonably predict
the shear failure mode of a composite member than the AIJ-
SRC code. This is mainly because the formulas for predicting
shear strength of a composite member given in the AIJ-SRC
code [(5) and (6)] does not involve the axial force effect on
the shear capacity of the concrete portion.

Although the tested specimens listed in Table 1 were small
in scale, the writers consider that the experiments conducted
by Zhang and Yamada (1993) are still valuable in illustrating
the shear failure mechanism of composite members due to the
lack of published research reported on large-scale test speci-
mens. To further investigate the influence of the scale factor,
it is suggested that large-scale tests on the shear behavior of
composite members will be needed for future studies.

PARAMETRIC STUDY

Figs. 5–7 summarize the influence of the major parameters,
including the steel flange width, stirrup ratio, concrete com-
pressive strength, and applied axial load on the shear strengths
of concrete-encased composite members. In these figures, the
horizontal axis denotes the ratio of the steel flange width to
the gross width of the composite section bf /B, and the vertical
axis represents the shear capacity of the composite member
FIG. 4. Physical Test Conducted by Zhang et al. (1993): (a) Test Setup
and Loading System; (b) Typical Crack Pattern and Failure Mode of
Specimens
.

FIG. 5. Influence of Steel Flange Width bf and Stirrup Ratio rw on
Shear Strength
TABLE 2. Comparisons of Shear Strengths Predicted by AIJ-SRC Code and Proposed Method with Test Results Done by Zhang et al. (1992)

Specimen number

Vtest

(kN) Failure mode

(Vn)AIJ
a

(kN) Failure mode

(Vn)prop
b

(kN) Failure mode

(V )n AIJ

Vtest

(V )n prop

Vtest

1 52.7 SBc 49.8 SBc 45.6 SBc 0.945 0.865
2 57.1 SBc 51.3 DSd 53.3 SBc 0.898 0.933
3 57.1 SBc 50.1 DSd 53.3 SBc 0.877 0.933
4 55.9 SBc 51.1 DSd 53.3 SBc 0.914 0.953
5 54.9 SBc 53.2 DSd 55.2 SBc 0.969 1.005

Average: 0.921 0.938
Standard deviation: 0.037 0.050

Coefficient of variation: 0.040 0.054
a(Vn)AIJ = shear strength predicted by AIJ-SRC code (AIJ 1987).
b(Vn)prop = shear strength predicted by proposed approach.
cSB = shear bond failure.
dDS = diagonal shear failure.
127:1190-1197.
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FIG. 6. Influence of Steel Flange Width bf and Concrete Compressive
Strength on Shear Strengthf 9c

FIG. 7. Influence of Steel Flange Width bf and Applied Axial Load Pu

on Shear Strength

(Vn)comp. From these figures, it is observed that the proposed
approach contains the following characteristics:

1. For every curve shown in these figures, a transition point
(shown as a large solid circle) exists between the two
envelopes of the diagonal shear failure mode and the
shear bond failure mode. The steel flange width ratio at
the transition point is given the name ‘‘critical steel
flange ratio (bf /B)cr.’’ It is observed that the shear capac-
ity of the composite member is controlled by the diag-
onal shear failure mode when the value of (bf /B) ratio is
smaller than the critical ratio (bf /B)cr. On the contrary,
the shear capacity is governed by the shear bond failure
mode when (bf /B) exceeds (bf /B)cr.

2. As observed from Figs. 5–7, all the envelopes repre-
senting the diagonal shear failure mode appear as broken
J. Struct. Eng. 200
TABLE 3. Dimensions and Material Properties of Assumed
Composite Members

Specimen number
B 3 D
(mm)

bf

(mm)
rw

(%)
f 9c

(MPa)

1 450 3 750 225 0.38 27.5
2 450 3 750 250 0.38 27.5
3 450 3 750 275 0.38 27.5
4 450 3 750 300 0.38 27.5
5 450 3 750 325 0.38 27.5
6 450 3 750 275 0.2 27.5
7 450 3 750 275 0.3 27.5
8 450 3 750 275 0.4 27.5
9 450 3 750 275 0.5 27.5

10 450 3 750 275 0.6 27.5

Note: Steel section: H-500 3 bf 3 14 3 22 (mm); designation of steel
section: H-ds 3 bf 3 tw 3 tf; Fys = 343 MPa; Fyr = 412 MPa; Fyh = 275
MPa; concrete cover from steel flange surface is 125 mm; concrete cover
from center of rebar is 70 mm.

horizontal lines. This observation implies that the steel
flange width ratio does not affect the shear capacity un-
der the diagonal shear failure mode. However, if the
shear bond failure mode controls the shear design, the
shear capacity drastically decreases as the steel flange
width ratio increases.

3. Fig. 5 reveals that the increase of the stirrup ratio gives
rise of both the shear capacities of the diagonal shear
and the shear bond failure modes. Figs. 6 and 7 indicate
that the increase of concrete compressive strength or the
applied axial load results in an increase of resistance to
the diagonal shear failure.

CRITICAL STEEL FLANGE RATIO

The critical steel flange ratio (bf /B)cr is useful in distinguish-
ing between the diagonal shear failure mode and shear bond
failure mode. This ratio can be derived from (16) and (24).
Let these two equations be equal, which yields

b 1 Nf u= 1 2 0.17 1 1 0.073 f 9 1 (1 2 m )r FÏ c f w yhS D F S D GB K A1 gcr

(25)

The proposed formula [(25)], reveals the following character-
istics of the critical ratio: (1) the critical ratio is a linear func-
tion of the stirrup ratio rw and applied axial load Nu. Also, the
critical ratio decreases with increasing of the stirrup ratio or
applied axial load; and (2) the critical ratio decreases linearly
with a radical expression of concrete compression strength .f9c

From the above observations, it is important to note that the
critical steel flange ratio (bf /B)cr of a composite member may
become smaller if the stirrup ratio, concrete compressive
strength, or applied axial load are increased. It is likely that
the shear bond failure mode may control the shear design of
a composite member if the critical steel flange ratio becomes
smaller.

COMPARISONS OF RESULTS PREDICTED BY
PROPOSED APPROACH AND EXISTING CODES

This study compares the shear capacities predicted by using
the proposed approach, the AIJ-SRC code (AIJ 1987), the ACI
code (ACI 1999), the AISC-LRFD specification (AISC 1993),
and the NEHRP provisions (BSSC 1997). Table 3 lists the
dimensions and material properties of the assumed composite
members used in this study, where specimens are arranged
with varying steel flange widths and stirrup ratios, respectively.
Tables 4 and 5 summarize the calculated shear capacities re-
flecting the influences of the steel flange width and the stirrup
JOURNAL OF STRUCTURAL ENGINEERING / OCTOBER 2001 / 1195
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TABLE 4. Influence of Steel Flange Width on Shear Capacity of
Composite Members

Specimen
number

Design
method

(Vn)s
a

(kN)

(Vn)rc
b (kN)

Diagonal
shear

Shear
bond

(Vn)comp
c

(kN)

Controlled
failure
mode

1 Proposed 1,442 582 673 2,024 DSd

1 AIJ-SRC 1,388 599 737 1,987 DSd

1 ACIe 1,442 582 — 2,024 DSd

1 AISC and
NEHRP

1,442 — — 1,442 NAf

2 Proposed 1,442 582 626 2,024 DSd

2 AIJ-SRC 1,388 599 686 1,987 DSd

2 ACIe 1,442 582 — 2,024 DSd

2 AISC and
NEHRP

1,442 — — 1,442 NAf

3 Proposed 1,442 582 579 2,021 SBg

3 AIJ-SRC 1,388 599 635 1,987 DSd

3 ACIe 1,442 582 — 2,024 DSd

3 AISC and
NEHRP

1,442 — — 1,442 NAf

4 Proposed 1,442 582 533 1,975 SBg

4 AIJ-SRC 1,388 599 583 1,971 SBg

4 ACIe 1,442 582 — 2,024 DSd

4 AISC and
NEHRP

1,442 — — 1,442 NAf

5 Proposed 1,442 582 486 1,928 SBg

5 AIJ-SRC 1,388 599 532 1,920 SBg

5 ACIe 1,442 582 — 2,024 DSd

5 AISC and
NEHRP

1,442 — — 1,442 NAf

a(Vn)s = nominal shear strength of steel part, taken as 0.6Fys Aws, except
0.577Fys Aws for AIJ-SRC code.

b(Vn)rc = nominal shear strength of RC part, taken as smaller of diag-
onal shear and shear bond capacity.

c(Vn)comp = nominal shear strength of composite member = (Vn)s 1
(Vn)rc.

dDS = diagonal shear failure.
eValues include shear capacity of steel web.
fNA = not applicable.
gSB = shear bond failure.

ratio, respectively. From these tables, the following observa-
tions are made:

1. The shear capacities predicted by using the proposed ap-
proach and the AIJ-SRC code are found to be quite close.
This closeness is attributed primarily to that these two
approaches consider both of the shear bond failure mode
as well as the diagonal shear failure mode.

2. The values predicted by using the AISC-LRFD specifi-
cation are the most conservative among the five ap-
proaches. This is mainly because the shear capacity con-
tribution of the RC portion is conservatively neglected
in the AISC-LRFD specification.

3. It is interesting to observe from Table 4 that the shear
capacities predicted by using the ACI code are constant
for all specimens. For example, the variations of the steel
flange width from 225 to 325 mm (Specimens 1–5,
shown in Table 3) have no influence on the shear resis-
tance of the concrete portion. This observation indicates
that the current ACI approach does not consider the ef-
fect of the variation of steel flange width on the shear
capacity of a concrete-encased composite member. It is
obvious that if the steel flange width becomes larger and
approaches the overall width of the composite section,
the possibility for this section to fail along the interface
of the steel flange and concrete will become much higher.

4. In the current ACI, AISC, and NEHRP design provisions,
the influences of the steel flange width, shear reinforce-
ment, concrete compressive strength, and applied axial
load on the shear capacity of composite members have
not been adequately addressed. In this study, the pro-
1196 / JOURNAL OF STRUCTURAL ENGINEERING / OCTOBER 2001
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TABLE 5. Influence of Stirrup Ratio on Shear Capacity of
Composite Members

Specimen
number

Design
method

(Vn)s
a

(kN)

(Vn)rc
b (kN)

Diagonal
shear

Shear
bond

(Vn)comp
c

(kN)

Controlled
failure
mode

6 Proposed 1,442 433 460 1,875 DSd

6 AIJ-SRC 1,388 534 504 1,892 SBe

6 ACIf 1,442 433 — 1,875 DSd

6 AISC and
NEHRP

1,442 — — 1,442 NAg

7 Proposed 1,442 520 530 1,962 DSd

7 AIJ-SRC 1,388 572 580 1,960 DSd

7 ACIf 1,442 520 — 1,962 DSd

7 AISC and
NEHRP

1,442 — — 1,442 NAg

8 Proposed 1,442 605 598 2,047 SBe

8 AIJ-SRC 1,388 609 655 1,997 DSd

8 ACIf 1,442 605 — 2,047 DSd

8 AISC and
NEHRP

1,442 — — 1,442 NAg

9 Proposed 1,442 690 666 2,108 SBe

9 AIJ-SRC 1,388 647 730 2,034 DSd

9 ACIf 1,442 690 — 2,132 SBe

9 AISC and
NEHRP

1,442 — — 1,442 NAg

10 Proposed 1,442 772 731 2,173 SBe

10 AIJ-SRC 1,388 682 801 2,070 DSd

10 ACIf 1,442 772 — 2,214 DSd

10 AISC and
NEHRP

1,442 — — 1,442 NAg

a(Vn)s = nominal shear strength of steel part, taken as 0.6Fys Aws, except
0.577Fys Aws for AIJ-SRC code.

b(Vn)rc = nominal shear strength of RC part, taken as smaller of diag-
onal shear and shear bond capacity.

c(Vn)comp = nominal shear strength of composite member = (Vn)s 1
(Vn)rc.

dDS = diagonal shear failure.
eSB = shear bond failure.
fValues include shear capacity of steel web.
gNA = not applicable.

posed approach takes all these important parameters into
account and shows their influences on the shear capaci-
ties of concrete-encased composite members (Figs. 5–
7).

SUMMARY AND CONCLUSIONS

This research attempted to clarify the influence of shear
bond failure on the shear strength of concrete-encased com-
posite structural members. Important parameters such as the
steel flange width, stirrup ratio, concrete strength, and applied
axial load were considered in the development of a new
method for the shear strength prediction. Each of the param-
eters was studied in-depth to show its effect on the shear
strength of a composite member.

In addition, this study introduced a new term called ‘‘the
critical steel flange ratio (bf /B)cr,’’ to distinguish the diagonal
shear failure mode from the shear bond failure mode. It was
found that when the steel flange ratio (bf /B) of a composite
section is larger than the critical steel flange ratio (bf /B)cr, the
shear capacity will be governed by the shear bond failure
mode. On the contrary, the diagonal shear failure mode con-
trols the shear capacity if the ratio of (bf /B) is smaller than
(bf /B)cr.

To evaluate the accuracy of the proposed approach, a veri-
fication analysis between test results done by other researchers
and the predictions of the proposed approach was made in this
study. The results showed that the proposed approach can sat-
isfactorily predict the shear capacity of a composite member.

The shear capacities predicted by the proposed approach
were also compared with the values calculated by using ex-
127:1190-1197.
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isting American and Japanese codes. It was noted that in the
current U.S. design practice, there is no specific design pro-
vision available regarding the shear bond failure of a fully
encased composite structural member. It was the major objec-
tive of the proposed approach to take into account the influ-
ence of the shear bond failure along the interface of the con-
crete and steel flange on the shear capacity of a composite
member.

For future study, tests of large-scale specimens need to be
conducted to investigate the shear failure mechanism of con-
crete-encased composite structural members.
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