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a b s t r a c t

This study investigates how carbon content affects the microstructure and elevated temperature tensile
strength of fine-grain CM-681LC superalloy. Experimental results indicate that increasing the carbon
content from 0.11 to 0.15 wt% increases the total area fraction of carbides considerably. However, the
two alloys exhibit similar carbide shapes and sizes, probably because the short solidification time in
the fine-grain process limits the growth of carbides. Besides, carbon addition significantly reduces the
eywords:
arbon
rain refinement
ickel-base superalloy
ot isostatic pressing

area fraction of �–�′ eutectic phases from 8.6 to 5.3% because the eutectic phase forming elements are
consumed by (Ta, Hf)C carbides and the carbides occupy the position of �–�′ eutectic phases during
the solidification. Further, the carbon addition improves the mechanical strength by about 6% and the
elongation by about 50% in tensile tests at 760 ◦C and yields favorable tensile performance at elevated
temperature.
icrostructure
ensile test

. Introduction

The CM-681LC superalloy, a nickel-base superalloy developed
y Cannon-Muskegon (CM) Corporation in the United States of
merica, exhibits outstanding mechanical properties under high

emperature and high stress conditions due to its special alloy
esign. This superalloy exhibits increased grain boundary strength
nd ductility when its microstructures are stable. Its enhanced grain
oundary strength and ductility allow both directionally solidified
olumnar grain casting and polycrystal casting [1]. The CM-681LC
uperalloy has a nominal 0.11 wt% carbon content, which is added
o form MC and M23C6 carbides providing the strengthening effect.

The fine-grain process (FGP) developed by Howmet Corpora-
ion uses a controlled low pouring temperature to increase the
trength, elongation, and fatigue durability of conventional castings
2]. Fine-grain castings have advantages such as refined carbides
nd precipitates, enhanced strength, elongation, and improved
echanical properties [3]. Thus, fine-grain processes are beneficial

or the strength and fatigue life of castings working at moderate

emperatures (427–760 ◦C).

Carbide plays a complex role in nickel-base superalloys, and its
ffects on mechanical properties are not clearly understood yet. The
iterature [4,5] points out that carbon can be a grain boundary (GB)

∗ Corresponding author. Tel.: +886 3 4712201x357254; fax: +886 3 4111334.
E-mail address: chaonien@ms41.hinet.net (C.-N. Wei).
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© 2010 Elsevier B.V. All rights reserved.

strengthening element in nickel-base superalloys. The carbon con-
tent affects the amount, size, and shape of carbides. If the carbon
content is too low, it has a negative effect on mechanical proper-
ties due to the formation of the filmy carbides at GBs. On the other
hand, if the carbon content is too high, there is also a negative effect
on mechanical properties due to the precipitation of script-like
and elongated carbides, which allow crack initiation and propaga-
tion along carbide/matrix interfaces. Therefore, adding the proper
proportion of carbon with the carbide precipitation in the appro-
priate amount, size, and shape is likely to improve the mechanical
properties of nickel-base superalloys [6–10]. Furthermore, the car-
bon content has a significant effect on the microstructure and
mechanical property of conventional polycrystal and single crystal
superalloys. But, the effect of carbon addition on the microstruc-
ture and mechanical property of fine-grain superalloys is not yet
clearly studied.

Though CM-681LC superalloy with 0.11 wt% carbon content can
be used in polycrystal and columnar grain casting processes, the
optimum carbon content for better mechanical properties of the
fine-grain process is not known. However, it is known that the
GBs in fine-grain castings are more than in traditional castings.
Therefore, the GB strength of fine-grain CM-681LC superalloy may

improve by adding carbon content properly to precipitate more
carbides at GBs. This study investigates the microstructure and
elevated temperature tensile strength of fine-grain samples hav-
ing 0.11 and 0.15 wt% carbon, and compares them in terms of the
carbides, �–�′ eutectic phases, tensile strength and more.

http://www.sciencedirect.com/science/journal/09215093
http://www.elsevier.com/locate/msea
mailto:chaonien@ms41.hinet.net
dx.doi.org/10.1016/j.msea.2010.03.053
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Table 1
Chemical compositions of 11C and 15C (unit in wt%).
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are Cr-rich (Fig. 4(b)), indicating that they are M23C6 carbides. This
identification was confirmed by TEM. Fig. 5 presents bright-field
and dark-field images of an M23C6 carbide and its selected-area
diffraction pattern.
Test bar no. Cr Co Mo W Re Ta

11C 5.5 9.3 0.51 8.4 2.9 6.1
15C 5.3 9.3 0.50 8.4 2.8 5.8

. Experimental method

The experiments in this study used a CM-681LC nickel-base
uperalloy ingot as the starting material. Equiaxed fine-grain sam-
les with 0.11 and 0.15 wt% carbon content were cast using the
ne-grain process, which has a low pouring temperature. The tem-
erature gradient in the fine-grain process was reduced to limit the
rowth of fine grains. The pouring and mold temperatures were
380 and 1100 ◦C, respectively.

Sample chemical compositions were analyzed using spark emis-
ion spectroscopy and carbon-sulphur analyzer. The melting points
ere measured using differential scanning calorimetry (DSC). To

void the negative effect of the fine-grain process on mechan-
cal properties due to micropores caused by rapid solidification
hrinkage, all samples were treated with hot isostatic pressing
HIP) to reduce micropore density. HIP was performed at 1185 ◦C
nder an Ar gas pressure of 172.25 MPa for 5 h. Samples were then
ubjected to solid solution treatment in a vacuum at 1185 ◦C for
h, followed by cooling in an Ar atmosphere to room tempera-

ure. An aging treatment was then performed at 1038 ◦C for 2 h
n a vacuum, before cooling to room temperature in an atmo-
phere of gaseous Ar. The test specimens were secondarily aged
t 871 ◦C for 20 h in a vacuum and then cooled to room temper-
ture in a furnace. The grain sizes were observed with secondary
lectron imaging (SEI) using scanning electron microscopy (SEM),
nd the intercept method was applied to determine grain sizes.
he microstructures were characterized by SEM and transmission
lection microscopy (TEM). SEM specimens were prepared using
tandard mechanical polishing procedures and etched in 30 ml
actic acid + 10 ml HNO3 + 5 ml HCl solution. Twin jet electrolytic
tching was employed in 90% CH3COOH + 10% HClO4 solution to
repare TEM specimens. Microanalysis of the specimens was per-
ormed with X-ray energy dispersive spectroscopy (EDS) in SEM.
n addition, the average length, aspect ratio (the ratio of long
xis and short axis), area fraction of carbides and area fraction
f �–�′ eutectic phase were analyzed using an image analyzer.
ne hundred fields from the samples were taken by a 200 times
ptical microscope to measure the mean value. The tensile tests
ere performed using an Instron 1125 universal test machine at

60 ◦C. The gauge size of test bars was 6.3 mm in diameter and
6 mm in length. The fracture morphology was observed using
EM.

. Results

The main compositions of fine-grain test samples with differ-
nt carbon content were identified by spark emission spectroscopy,
nd their carbon content was determined using a carbon-sulphur
nalyzer. Table 1 shows the results. The carbon weight percent-
ges of two alloys, indicated as 11C and 15C, are 0.11 and 0.15%,
espectively. DSC analysis shows no significant difference in the
elting points of 11C and 15C, which were 1347 and 1351 ◦C,

espectively.
The grain sizes obtained by traditional investment casting pro-
ess using a pouring temperature of about 1480 ◦C are 3–5 mm,
nd their morphology tends to be columnar. Fig. 1 shows the grain
izes of 11C and 15C after HIP and heat treatments. The grain sizes
f both 11C and 15C obtained by the fine-grain process in this
tudy are 80 �m (Fig. 1(a) and (b)), and the structures of both are
Al Ti Hf C B Zr Ni

5.71 0.16 1.49 0.11 0.19 0.12 Bal.
5.52 0.12 1.45 0.15 0.19 0.12 Bal.

equiaxed, unlike the grain sizes and shapes resulting from the tradi-
tional casting process. These results suggest that the carbon content
of the samples has a negligible effect on grain size and shape. On
the other hand, they indicate that reducing the temperature gradi-
ent by lowering the pouring temperature and controlling the mold
temperature shortens the solidification time, limiting grain growth.

Fig. 2(a) and (b) show the microstructure of 11C and 15C, respec-
tively, after HIP and heat treatments. The microstructure consists
mainly of the matrix �, reinforced phase �′, eutectic structure �–�′,
and carbides.

Fig. 3(a) presents the carbide morphology in 11C. The carbides
with script-like and blocky morphology within the grain interior
are rich in Ta and Hf (Fig. 3(b) and (c)). On the basis of the US
patent for CM-681LC superalloy [1], these carbides can be con-
firmed as MC carbides. Fig. 4(a) shows that particle-like carbides
precipitated at GBs in 11C, and EDS analysis demonstrates that they
Fig. 1. SEM images showing the grain sizes of (a) 11C and (b) 15C after HIP and heat
treatment.
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yield strength of 15C are about 6% greater than those of 11C. Fur-
ig. 2. SEM images showing the microstructure of (a) 11C and (b) 15C after HIP and
eat treatment.

Fig. 6(a) shows the carbide morphology in 15C. The EDS anal-
sis shown in Fig. 6(b) shows that the script-like carbide within
he grain interior is rich in Ta and Hf, and is MC ((Ta, Hf)C) carbide.
he blocky carbide within the grain interior is enriched with Ta and
f (Fig. 6(c)), and is also MC ((Ta, Hf)C) carbide. The discontinuous
article-like carbide at GBs shown in Fig. 7(a) is Cr-rich (Fig. 7(b)),
nd is the M23C6 (Cr23C6) carbide. The same types of carbide occur
n 11C and 15C, but their amounts appear to be significantly differ-
nt. Table 2 presents statistical results for the area fraction, average
ength, and aspect ratio of carbides in 11C and 15C. It shows that the
arbon content increases from 0.11 to 0.15 wt%, and the total area
raction of carbides increases greatly, from 0.91 to 1.57%. Addition-
lly, the average carbide length increases from 12.84 to 13.82 �m,

hile the aspect ratio increases from 1.85 to 1.96. These experi-
ental results reveal that carbon addition in the fine-grain process

an increase the amount of carbide, but no significant differences
ppear in the size and shape of the carbides.

able 2
tatistical results for carbide characteristics of 11C and 15C.

Area fraction (%) Average length (�m) Aspect ratio

11C 15C 11C 15C 11C 15C

0.91 1.57 12.84 13.82 1.85 1.91
Fig. 3. (a) SEM images showing the carbide morphology in 11C with EDS spectra in
(b) and (c) from the carbides arrowed in (a).

Fig. 8(a) and (b) show the �–�′ eutectic phase morphology in 11C
and 15C, respectively. The �–�′ eutectic phase usually forms near
GBs at the end of the solidification process. The results shown in
Fig. 8(c) indicate that the area fractions of this phase in 11C and 15C
are 8.6 and 5.3%, respectively. This suggests that carbon addition
significantly reduces the area fraction of the �–�′ eutectic phase.

The tensile properties of 11C and 15C tested at 760 ◦C are listed
in Table 3; they show an improvement in tensile properties asso-
ciated with carbon addition. The ultimate tensile strength and
thermore, the elongation is drastically improved from 4.3 to 6.6%.
These results show that an increase in carbon content from 0.11 to
0.15 wt% in fine-grain CM-681LC superalloy can improve its tensile
performance at 760 ◦C.

Table 3
Tensile test results of 11C and 15C at 760 ◦C.

U.T.S. (MPa) Y.S. (MPa) Elongation (%)

11C 15C 11C 15C 11C 15C

1003 1065 945 997 4.3 6.6
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ig. 4. (a) SEM images showing the carbides at GBs in 11C with EDS spectra in (b)
rom the carbides arrowed in (a).

Fractographic observations were made using SEM to study the
ffect of carbon on the tensile fracture morphology of 11C and 15C.
he fracture surface of 11C presents that cracks are observed at
Bs (Fig. 9(a)), and it is a typical intergranular fracture mode. After
arbon was added, the cracks in 15C were distributed mainly at
oth the GBs and carbide/matrix interfaces (Fig. 9(b)). The fracture
urface of 15C appears to be mixed, involving intergranular and
ransgranular cracks.

. Discussion

Carbon addition significantly affects the microstructure and
levated temperature tensile strength of fine-grain CM-681LC
uperalloy. This section discusses the effects of carbon addition on
he grain size, carbides, �–�′ eutectic phase, and tensile properties.

.1. Grain size

The DSC analysis results show no significant difference in the
elting points of 11C and 15C. In addition, the grain sizes of 11C and

5C are almost the same, about 80 �m. The temperature gradient
etween melting point and pouring temperature in the fine-grain
rocess is the main factor affecting grain size. As both alloys share
he same temperature gradient, it is reasonable that carbon addi-
ion produces no obvious change in grain size.

.2. Carbides
Carbon plays the role of a GB strengthening element in Ni-
ase superalloys. Carbon and carbide-forming alloying elements
an form carbides within grains and at GBs, and the carbides effec-
ively obstruct the movement of dislocations and inhibit the GB
Fig. 5. (a) Bright-field image of a Cr23C6 (M23C6) carbide, (b) dark-field image of the
carbide, and (c) selected-area diffraction pattern corresponding (a).

sliding. The strengthening effect of carbides effectively improves
the mechanical properties of superalloys [4].

The literature [1,11] indicates that the principal carbides of
CM-681LC superalloy are MC carbides precipitated during solidifi-
cation. The MC carbide in superalloy has a tendency to decompose
into M23C6 or M6C with heat treatment or thermal exposure
[10,12–14]. Generally, the M23C6 carbides are rich in Cr and the

M6C carbides are rich in Mo or W [10,12,13]. The EDS and TEM
analysis results indicate that MC carbides in CM-681LC superalloy
were transformed to discontinuous particle-like M23C6 carbides at
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ig. 6. (a) SEM images showing the carbide morphology in 15C with EDS spectra in
b) and (c) from the carbides arrowed in (a).

he GBs after HIP and heat treatment.

C + � → M23C6 + �′ [12]

Hence, the main carbides in 11C are script-like or blocky (Ta,
f)-rich MC phase and particle-like Cr-rich M23C6 phase.

The added carbon easily reacts with carbide-forming elements
uch as Ta and Hf to form extra MC carbides during solidification.
ccording to the EDS analysis shown in Fig. 6(b) and (c), the carbides
ith script-like and blocky morphology within the grain interior

n 15C are MC carbides. MC carbides decompose into the matrix
uring HIP and solid solution treatment, and M23C6 carbides re-
recipitate at GBs during aging [10–14].

Hence, the results show that the principal carbides in 15C are
till MC and M23C6 types, but significantly more of them appear

han in 11C. The results also reveal that carbon addition in the fine-
rain process produces no significant differences in carbide size
nd shape. The average length and aspect ratio of carbides in 15C
re similar to those in 11C. This indicates that the lower pouring
emperature in the fine-grain process reduces the temperature gra-
Fig. 7. (a) SEM images showing the carbides at GBs in 15C with EDS spectra in (b)
from the carbides arrowed in (a).

dient and shortens the solidification time, limiting carbide growth
[15].

4.3. �–� ′ eutectic phase

The results show that carbon addition significantly reduces the
area fraction of �–�′ eutectic phase from 8.6 to 5.3%. One of the
reasons is that, while the �–�′ eutectic phases and carbides both
form during solidification, the carbides form at an earlier stage of
solidification, and eutectic phases form at the end of solidification
[15–17]. Because the carbides form earlier and occupy the forma-
tion position of eutectic phases in the liquid pool, carbon addition
reduces the area fraction of the eutectic phase [16]. Another pos-
sible reason is that the main elements enhancing the formation
of the eutectic phases are Al, Ta, Hf, and Ti. As the eutectic phase
forming elements of Ta and Hf are consumed by formation of (Ta,
Hf)C carbides, the final amount of �–�′ eutectic phase is reduced
[16].

4.4. Tensile properties and fracture modes

The carbides play a very important role in superalloys. The
amount, size and shape of carbides have the decisive effect on
mechanical properties [4–8]. The experimental results show that
the tensile strength, yield strength, and elongation of 15C at 760 ◦C
are better than those of 11C. The most likely cause is that the addi-
tion of carbon greatly increases the amount of carbides. The higher
amount of particle-like M23C6 carbides precipitated at GBs could

increase the strength of GBs and improve the mechanical proper-
ties, since M23C6 carbides can postpone crack extension and avoid
the GB sliding [6–8,10,11,18].

The literature [16] mentions that the �–�′ eutectic phase is
a phase with lower strength. Thus, cracks typically originate in
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ig. 8. SEM images showing the �–�′ phase morphology in (a) 11C and (b) 15C, and
c) the area fraction analysis results.

he �–�′ eutectic phase, and this phase also negatively affects the
echanical properties [16]. The area fraction of the �–�′ eutectic

hase of 11C and 15C are known to be 8.6 and 5.3%, respectively.
his indicates that the amount of weak �–�′ eutectic phase is
educed by increasing the carbon content, and that this effectively
mproves the yield strength, tensile strength, and elongation at
60 ◦C.

The fractographic observations of tensile tests at 760 ◦C show
hat the cracks in 11C were distributed mainly at GBs, and the frac-
ure modes were typical intergranular fracture modes. After carbon
as added, the GB strength of 15C was improved by more car-
ides precipitated at GBs. Hence, cracks in 15C were distributed
ainly at both GBs and carbide/matrix interfaces. The tensile frac-

ure modes of 15C were transgranular and intergranular mixed
odes.
Fig. 9. Fracture surface SEM images of (a) 11C and (b) 15C following tensile test at
760 ◦C.

5. Conclusions

The effect of carbon content on the microstructure and tensile
strength of fine-grain CM-681LC superalloy can be described as
follows:

(1) An increase in carbon content from 0.11 to 0.15 wt% produces
no apparent effect on the melting point of CM-681LC superalloy.
Further, no difference in grain size can be observed in the alloys
obtained by the fine-grain casting process in this study.

(2) MC carbides and M23C6 carbides exist in CM-681LC superalloys
with 0.11 and 0.15% carbon. Increasing the carbon content from
0.11 to 0.15 wt% increases the total area fraction of carbides
considerably. However, the two alloys exhibit similar carbide
shapes and sizes, probably because the short solidification time
in the fine-grain process limits the growth of carbides.

(3) The addition of carbon increases the amount of MC carbides,
which not only consume the �–�′ eutectic phase forming ele-
ments of Ta and Hf in the matrix, but also occupy the position
of �–�′ eutectic phases during solidification. Thus, carbon addi-
tion significantly reduces the area fraction of �–�′ eutectic
phase from 8.6 to 5.3%.

(4) An increase in the carbon content of CM-681LC nickel-base

superalloy from 0.11 to 0.15 wt%, which increased the amount
of carbides and decreased the �–�′ eutectic phases, improved
the mechanical strength by about 6% and the elongation by
about 50% in tensile tests at 760 ◦C.
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