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’ INTRODUCTION

Polymeric solar cells (PSCs) have emerged as a promising
alternative technique for producing clean and renewable energy
due to their potential for fabrication onto large areas of lightweight
flexible substrates by low-cost solution processing. Tomaximize the
donor-acceptor heterojunction interfacial area for efficient exciton
dissociation, mainstream PSC devices adopt the concept of a bulk
heterojunction (BHJ), where an active layer contains a p-type
donor and an n-type acceptor to form an interpenetrating nano-
scale network.1 A conventional BHJ PSC with an active layer
sandwiched by a low-work-function aluminum cathode and a hole-
conducting poly(3,4-ethylenedioxylenethiophene):poly(styrene
sulfonic acid) (PEDOT:PSS) layer on top of an indium tin oxide
(ITO) substrate is the most widely used and investigated device
configuration. On the basis of this device architecture, high power-
conversion efficiencies (PCEs) of ca. 4-5% have been achieved for
a blend containing a regioregular poly(3-hexylthiophene) (P3HT)
and a fullerene derivative, [6,6]-phenyl-C61-butyric acid methyl
ester (PCBM).2 Alongwith high performance, long-term stability is
a primary area of concern for PSCs. However, it is highly challen-
ging to develop a PSC that can achieve a high PCE while

maintaining good ambient stability of the device. Prolonged
exposure to air rapidly reduces the performance of unencapsulated
conventional devices. Rapid oxidation of the low-work-function
metal cathode and etching of ITO by the acidic PEDOT:PSS layer
are the most common reasons for instability in conventional un-
encapsulated devices. An effective approach to solve these pro-
blems, and improve device lifetime, is to fabricate inverted PSCs.3

By reversing the polarity of charge collection in a regular cell, air-
stable Ag combining with an adjacent PEDOT:PSS layer can
substitute for air-sensitive Al as the anodic electrode for efficient
hole collection. In such an inverted configuration, it is necessary to
insert an inorganic metal oxide (TiOx or ZnO) between ITO and
the active layer to function as an electron-selective contact.4Despite
dramatic improvement in the operational lifetime, inverted solar
cells still suffer from a trade-off between stability and performance.
Recently reported inverted devices based on P3HT/PCBM com-
posite exhibited PCEs in the range of ca. 2-4%, which is inferior to
that of regular solar cells. The relatively lower performance is
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ABSTRACT: We have successfully designed and synthesized
two oxetane-functionalized fullerene derivatives, [6,6]-phenyl-
C61-butyric oxetane ester (PCBO) and [6,6]-phenyl-C61-buty-
ric oxetane dendron ester (PCBOD).We demonstrated that the
oxetane functionality with neutral nature can anchor onto the
TiOx surface via cationic ring-opening reaction under thermal
and UV treatment, as evidenced by contact angle measurement
and X-ray photoelectron spectroscopy. The self-assembly of
PCBO, functionalized with one oxetane group, on the TiOx

surface forms an adhesive monolayer with intimate contact.
Inverted bulk-heterojunction device B [ITO/TiOx/SA-PCBO/P3HT:PCBM (1:1 w/w)/MoO3/Ag, where ITO is indium tin
oxide, SA is self-assembled, P3HT is poly(3-hexylthiophene), and PCBM is [6,6]-phenyl-C61-butyric acid methyl ester] with this
self-assembled PCBO (SA-PCBO) modifier showed an impressive power conversion efficiency (PCE) of 4.1%, which outperforms
the reference device A (PCE = 3.6%) without this monolayer [ITO/TiOx/P3HT:PCBM (1:1 w/w)/MoO3/Ag]. This SA-PCBO
modifier exerts multipositive effects on the interface, including improvement of exciton dissociation efficiency, reduction of charge
recombination, decrease of the interface contact resistance, and passivation of the surface electron traps at the interface of TiOx.
Furthermore, PCBOD, containing two oxetane groups, is capable of self-assembling on the TiOx surface and simultaneously
undergoing cross-linking, generating a dense, robust, and pinhole-free multimolecular interlayer to further strengthen the interface
characteristics. Device C [ITO/TiOx/C-PCBOD/P3HT:PCBM(1:1, in wt%)/MoO3/Ag] incorporating this cross-linked PCBOD
(C-PCBOD) interlayer delivered the highest PCE of 4.5% which represents 26% enhancement over device A. This simple and easy
strategy smartly integrates the advantages of self-assembly and cross-linking in a single fullerene-basedmolecule, showing promise in
producing highly efficient inverted PSCs.
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attributed to the unfavorable energetic and incompatible chemical
interfaces. Moreover, surface hydroxyl groups on metal oxide are
known to act as electron traps, which in turn deteriorates electrical
properties at the interface between metal oxide and organic layers.5

It is believed that interfacial modification by incorporating an
additional n-type C60 interlayer between the inorganic metal oxide
and the organic active layer might improve device performance by
modulating the electronic and orbital interactions at the upper and
lower interfaces.6 The major obstacle to realizing such a multilayer
inverted device by cost-effective solution processing is that the
deposited fullerene interlayer must possess sufficient resistance
against the organic solvent used in processing the sequential active
layer to prevent interfacial erosion.7

Recently, C60 derivatives functionalized with an anchoring
group (carboxylic acid or phosphonic acid) that can form a self-
assembled monolayer (SAM) on the metal oxide surface have
been successfully used to enhance the device characteristics.8

Through the chemical reaction between the anchoring groups
and the hydroxyl groups of metal oxide surfaces to form the
corresponding ester linkages, the formation of SAM can not only
provide a immobilized C60 modifier to overcome the interfacial
erosion but also terminate the hydroxyl groups on the metal
oxide surfaces, which are known to be surface traps. However, the
major drawbacks for SAM formation are insufficient coverage at
the molecular scale and probable desorption of the molecules
during wet processing, creating localized defects in this inter-
layer.9 Moreover, loading of SAM C60 modifier is highly depen-
dent on processing conditions.10

To overcome the deficiency of SAM, a cross-linkable fullerene
material, [6,6]-phenyl-C61-butyric styryl dendron ester (PCBSD),
that uses the styrene group as thermal cross-linker has been
described.11 The formation of a cross-linked PCBSD (C-PCBSD)
allows a sequential active layer to be successfully deposited on top
of this interlayer without causing interfacial erosion and realizes an
inverted device by all-solution processing. The C-PCBSD inter-
layer containing multiple layers of PCBSD molecules guarantees
that the upper active layer and the bottom ZnO layer can be fully
separated. Mutual diffusion between the upper active layer and the
bottommetal-oxide layer can be thus avoided. An inverted solar cell
device based on an ITO/ZnO/C-PCBSD/P3HT:PCBM/PED-
OT:PSS/Ag configuration achieves an enhanced PCE of 4.4% in
comparison to a reference device (PCE = 3.5%) without this
interlayer.11

By taking advantage of both self-assembly and cross-linking
approaches to introduce a fullerene interlayer, development of a
new cross-linkable fullerene derivative that is also capable of self-
assembling onto metal oxide surface will be a superb strategy to
further improve the interface characteristics. However, it is rather
challenging to search for an ideal functional group that can not
only chemically anchor at surface of metal oxides but also
proceed intermolecular cross-linking. Although chlorosilane
functionalities to form siloxane-based network can fulfill the
requirement, its high reactivity toward moisture makes it difficult
to prepare and handle in air.12 Oxetane functional group has been
extensively utilized as an efficient cross-linker for the applications
of organic electronics.13 We envisage that the oxetane moiety
may act as a promising cross-linker that can potentially serve a
dual purpose. Considering the function of cross-linking, oxetane
has many advantages over styrene. Radical polymerization of
styrene is inhibited in air and needs to be carried out in a
glovebox, whereas cationic polymerization of oxetane is stable in
air. Ring-opening polymerization process of oxetane features low

volume shrinkage of the surface layer and excellent adhesion on a
substrate. Hence, microcracks or defects in films can be avoided.
On the other hand, it is reasonable to postulate that hydroxyl
groups on metal oxide can also serve as nucleophiles to open the
ring of protonated oxetane, thereby forming a monolayer modi-
fier by covalent bonding.14 More importantly, compared to
typical carboxylic acid, phosphonic acid, or chlorosilane serving
as anchoring groups for SAM, neutral oxetane does not have an
acidic nature that may etch and degrade the surface of metal
oxides or hydrolyze the SAM molecules on the surface.15

On the basis of these considerations, we have designed and
synthesized a new PCBM-based n-type material, [6,6]-phenyl-
C61-butyric oxetane dendron ester (PCBOD), functionalized
with a small dendron containing two oxetane groups as the cross-
linkers. PCBOD simultaneously realizes self-assembly anchoring
on the TiOx surface and cross-linking to form a multimolecular
interlayer. Integration of this cross-linked PCBOD (C-PCBOD)
into the inverted solar cells as an interlayer has achieved superior
device performance.

’RESULTS AND DISCUSSION

Synthesis of the materials used in this study is shown in
Scheme 1. Etherification of 3-hydroxymethyl-3-methyloxetane 1
with 1,3-dibromopropane 2 afforded compound 3, which was
allowed to react with 3,5-dihydroxybenzyl alcohol 4 to obtain a
small dendron 5 containing two oxetane groups. In the presence
of N,N0-dicyclohexylcarbodiimide (DCC) and 4-(dimethyl-
amino)pyridine (DMAP), PCBOD was easily prepared by the
esterification of 5 with [6,6]-phenyl-C61-butyric acid (PCBA),
which was obtained by hydrolysis of PCBM (Scheme 1).

The core structure of PCBOD is based on the most widely
used n-type material, PCBM, so PCBOD is expected to inherit all
the excellent electrical properties of its parent molecule. Mean-
while, for self-assembly study, the [6,6]-phenyl-C61-butyric ox-
etane ester (PCBO) functionalized with only one oxetane was
also prepared. Upon treatment with thionyl chloride, the car-
boxylic acid in PCBA was first converted into the acid chloride,
followed by reaction with 3-hydroxymethyl-3-methyloxetane to
yield PCBO.

From the DSCmeasurement, PCBOD exhibited a Tg at 59 �C
without showing any exothermic transition, meaning that the
oxetane groups in PCBOD are thermally inert. To induce
cationic oxetane ring-opening polymerization, a catalytic amount
of photoacid generator (PAG) is required to generate acidic
protons upon UV irradiation. Infrared spectroscopy was em-
ployed to monitor the transformation of functional groups
during the cross-linking of PCBOD. The pristine PCBOD
exhibited peaks at 1126, 1035, and 748 cm-1 that are attributed
to the typical stretching of the cyclic oxetane groups (Figure 1).

After heating at 140 �C for 30min accompanied with exposure
to UV light for 40 s, these characteristic bands disappear
completely, which is indicative of the occurrence of cross-linking
of the oxetane groups. These results reveal that when the
temperature is above the Tg of PCBOD, the two arms of the
dendron provide adequate flexibility for the oxetane groups to
react in the solid state. In this study, we chose TiOx to act as hole-
blocking and electron-selective layer in the inverted solar cells
due to its high electron mobility as well as suitable lowest
unoccupied molecular orbital (LUMO = -4.4 eV) and highest
occupied molecular orbital (HOMO = -7.6 eV). The TiOx

nanoparticles were first prepared on the indium tin oxide (ITO)
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substrate according to the literature.16 A solution of PCBODwas
spin-cast on top of the surface of ITO/TiOx followed by UV
treatment and thermal curing to trigger and facilitate the cross-
linking reaction. Contact angle measurement was used to
monitor the surface alteration. The bare surface of ITO/TiOx

exhibited a contact angle of ca. 30o. After formation of a cross-
linked network of PCBOD on the TiOx, the wetting contact
angle to deionized (DI) water increased to 60o as a result of the
increasing hydrophobicity. Most importantly, this cross-linked
network produced a robust and adhesive thin film with strong
solvent resistance, evidenced by the almost unchanged absorp-
tion spectra measured before and after rinsing with o-dichlor-
obenzene (ODCB) (Figure 2). Note that the absorption
intensity of the non-cross-linked layer is completely gone after
rinsing with ODCB, indicating that, without curing, this thin

layer can be totally washed out by the solvent used in the
following spin-coating.

Since PCBOD forms a cross-linked network on TiOx, whether
PCBOD molecule can generate chemical bonding at the TiOx

interface is uncertain. To tackle this problem with simplicity,
PCBO functionalized with only one oxetane group was em-
ployed to specifically evaluate the self-assembly property. Again,
a solution of PCBO with a catalytic amount of PAG was spin-
coated on top of the surface of ITO/TiOx, followed by UV
irradiation and thermal treatment. Before measurement of the
contact angle, the substrate was first rinsed by tetrahydrofuran
(THF) to wash away any unboundmolecules and then immersed
into a THF bath in the ultrasonic cleaner to detach any physically

Scheme 1. Synthetic Route for PCBOD and PCBO and Chemical Structure of C-PCBOD

Figure 1. Infrared spectra of the PCBOD precursor and cross-linked
PCBOD thin film. Figure 2. Absorption spectra of cross-linked PCBOD, (9) before and

(b) after rinsing with dichlorobenzene, and non-cross-linked PCBOD
layer, (2) after a rinse with dichlorobenzene.
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http://pubs.acs.org/action/showImage?doi=10.1021/cm1032404&iName=master.img-002.jpg&w=181&h=152
http://pubs.acs.org/action/showImage?doi=10.1021/cm1032404&iName=master.img-003.jpg&w=202&h=164


1515 dx.doi.org/10.1021/cm1032404 |Chem. Mater. 2011, 23, 1512–1518

Chemistry of Materials ARTICLE

adsorbed molecules. The contact angle increased from 30� for
the pristine surface to 58� for the modified surface, meaning that
the PCBO is indeed attached on the surface. This result indicates
that the oxetane functionality in the PCBO molecule must self-
assemble on the surface via chemical anchoring. For comparison,
we also used a PCBM solution to carry out a control experiment
under identical conditions. The contact angle of ITO/TiOx

surface remains essentially unchanged (30�) before and after
the modification with PCBM, clearly indicating that PCBM
molecules without the oxetane functional group cannot form
the chemisorptive binding on the TiOx surface and thus were
completely removed by rinsing and sonication. For a more
detailed analysis of the chemical interactions, the surfaces were
characterized by X-ray photoelectron spectroscopy (XPS).
Figure 3 shows (a) titanium 2P and (b) carbon 1S core-level
spectra. The pristine TiOx surface exhibited a Ti 2P3/2 peak
centered at 458.8 eV and a Ti 2P1/2 peak centered at 464.5 eV,
which are ascribed to Ti 4þ bond to oxygen, whereas the TiOx

samplemodified with the PCBOmonolayer showed two peaks at
457.6 and 463.3 eV, respectively. The shifting to the lower
binding energymay be associated with the higher negative charge
density on Ti due to the chemical modification. Moreover, when
the TiOx modified with a denser cross-linked PCBOD multi-
molecular layer, the two peaks further shifted to the lower
binding energy of 456.9 and 462.9 eV. Also note that there is
an obvious decrease in both the Ti 2P3/2 and Ti 2P1/2 intensity as
the capping layer coverage increases. In addition, we also
observed a strong C 1S signal at 283.4 eV with a satellite peak
at∼287 eV from both the surfaces of ITO/TiOx/self-assembled
PCBO (SA-PCBO) and ITO/TiOx/C-PCBOD. However, these

fullerene characteristic peaks are not observed for the ITO/TiOx

surface. A small peak showing at ∼285.5 eV in the ITO/TiOx

surface may be ascribed to carbon contamination during the film
preparation. These XPS results unambiguously confirm the
existence of fullerene derivatives on the surfaces.

As can be seen in Figure 4, we propose a mechanism for the
self-assembled monolayer and cross-linking of PCBOD on the
TiOx surface.

17 The anchoring of oxetane groups may take place
by nucleophilic attack of the hydroxyl groups on the TiOx surface
to open the protonated oxetane rings. Further bidentate anchor-
ing is possible through the etherification condensation. Once the
self-assembled monolayer is formed, the intermolecular cross-
linking can efficiently occur through ring-opening polymeriza-
tion between the oxetane groups to vertically grow a multi-
molecular interlayer.

After demonstrating the SAM properties of PCBO and
PCBOD on TiOx surface, we fabricated an inverted solar cell
device B based on the configuration ITO/TiOx/SA-PCBO/
P3HT:PCBM(1:1, w/w)/MoO3/Ag. The formation of a SAM
of PCBO on top of the TiOx surface allows the deposition of a
P3HT:PCBM active layer on top of this modifier without causing
interfacial erosion. The following hole-extracting buffer MoO3

and the silver anode were sequentially deposited by the thermal
vacuum evaporation.18 Under the same condition, a reference
device A [ITO/TiOx/P3HT:PCBM(1:1, w/w)/MoO3/Ag]
without the PCBO modifier was also fabricated for comparison.
The J-V characteristics of these devices are shown in Figure 5a
and summarized in Table 1. Under AM 1.5G illumination at 100
mW/cm2, the reference device A showedVoc = 0.58 V, Jsc = 10.65
mA/cm2, FF = 57.8%, and PCE = 3.57%, whereas device B
exhibited an overall improvement in the device parameters with
Voc = 0.60 V, Jsc = 11.14 mA/cm2, FF = 61%, and PCE = 4.06%.
The corresponding external quantum efficiency (EQE) spectra
of the devices are also shown in Figure 5b.

This PCE represents a 14% improvement over the unmodified
device A. SA-PCBO exerts multiple positive effects in improving
the electron-transporting characteristics at the upper and lower
interfaces. For the upper contact, compared to the inorganic-
organic TiOx/P3HT:PCBM interface in device A, the organic-
organic PCBO/P3HT:PCBM interface with more compatible
chemical interaction in device B enhances the electrical coupling
and lowers the contact resistance, which facilitates the electron
transport and thereby reduces the charge recombination losses at
this interface. For the lower contact, the formation of SAM
modifier in device B not only forms a more intimate contact to
facilitate the electron transport but also terminates the hydroxyl
groups on the TiOx surface to passivate the surface traps.
Energetically, SA-PCBO provides an extra P3HT/PCBO inter-
face area for exciton dissociation and serves as an energy gradient
intermediate for favorable electron transport. Although the SA-
PCBO modifier already improves the device performance to
some extent, further improvement in surface modification is
possible and desirable. Incomplete coverage of SAM on TiOx

surface results in localized defects where the unmodified TiOx

area is exposed to the upper active layer. Such a contact will lessen
the function of the fullerene modifier and have a detrimental
effect on the device characteristics. By incorporating a multi-
molecular cross-linked interlayer, C-PCBOD, to replace the SA-
PCBO modifier, we fabricated a device C [ITO/TiOx/C-
PCBOD/P3HT:PCBM(1:1, w/w)/MoO3/Ag] under similar
conditions. Since the two oxetane groups in PCBOD can serve
the dual proposes of self-assembly and cross-linking, this

Figure 3. XPS analysis for the ITO/TiOx, ITO/TiOx/SA-PCBO, and
ITO/TiOx/C-PCBOD surfaces: (a) titanium 2P and (b) carbon 1S
core-level spectra.

http://pubs.acs.org/action/showImage?doi=10.1021/cm1032404&iName=master.img-004.jpg&w=173&h=296
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interlayer should possess all the aforementioned advantages of
the PCBO modifier. The total thickness of the PCBOD

interlayer under our processing conditions is ca. 10 nm, which
approximately consists of 7-9 layers of PCBOD molecule. The
insertion of a dense and robust C-PCBOD interlayer guarantees
the PCBSDmolecules can completely fill in the voids of the TiOx

surface. Therefore, the upper active layer and the lower TiOx

layer can be fully separated and gradual mutual penetration
between the layers in device B can be also avoided. Atomic force
microscopy (AFM) was therefore employed to evaluate the
surface morphologies of ITO/TiOx, ITO/TiOx/SA-PCBO,
and ITO/TiOx/C-PCBSD (Figure 6). The ITO/TiOx sample
shows a very smooth surface with a root-mean-square roughness
of 0.48 nm. With a SAM layer of PCBO on the TiOx, the surface
roughness slightly increases to 0.57 nm, with observable pinholes
in some localized areas. However, when the surface of ITO/TiOx

is covered by a cross-linked C-PCBOD interlayer, the roughness
decreases to 0.43 nm without showing obvious surface defects.

Encouragingly, under AM 1.5G illumination at 100 mW/cm2,
device C exhibited an enhanced Voc of 0.60 V, Jsc of 12.25 mA/
cm2, and FF of 61.25%, achieving an exceptional PCE of 4.5%,
which is a 10% increase over device B and an overall 26%
improvement over device A. This high value is among the best
reported for the inverted PSCs.

In conclusion, for the first time, we demonstrate that the
oxetane functionality with neutral nature can anchor onto the
surface of TiOx via the facile ring-opening reaction. The self-
assembly of PCBO functionalized with one oxetane group on the
TiOx surface not only forms an adhesivemonolayer with intimate
contact but also passivates the surface electron traps. Device B

Figure 4. Proposed mechanism for the self-assembly and multimolecular cross-linking of PCBOD on the TiOx surface.

Figure 5. (a) J-V curves of devices A, B, and C under AM 1.5G
illumination at 100 mW/cm2. (b) Corresponding EQE spectra of
devices A, B, and C.

Table 1. Characteristics of Devices A, B, and C

devicea Voc (V) Jsc (mA/cm2) FF (%) PCE (%) Rs Rsh

A 0.58 10.65 57.76 3.57 14.9 465

B 0.60 11.14 60.73 4.06 9.4 588

C 0.61 12.25 61.26 4.50 8.7 625
aDevice A = ITO/TiOx/P3HT:PCBM (1:1 w/w)/MoO3/Ag; device B
= ITO/TiOx/SA-PCBO/P3HT:PCBM (1:1 w/w)/MoO3/Ag; device
C = ITO/TiOx/C-PCBOD/P3HT:PCBM (1:1 w/w)/MoO3/Ag.

http://pubs.acs.org/action/showImage?doi=10.1021/cm1032404&iName=master.img-005.jpg&w=300&h=222
http://pubs.acs.org/action/showImage?doi=10.1021/cm1032404&iName=master.img-006.jpg&w=208&h=338
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with this C60 modifier showed a 14% improvement in perfor-
mance over device A without this monolayer. PCBOD, contain-
ing two oxetane groups, is capable of self-assembling on the TiOx

surface and simultaneously undergoing cross-linking, generating
a dense, robust, and pinhole-free multimolecular interlayer to
further strengthen the interface characteristics. Device C incor-
porating this interlayer C-PCBOD delivered the best device PCE
of 4.5%, which represents 26% enhancement over device A. This
high value is among the best reported for P3HT:PCBM-based
inverted solar cells. This simple and easy strategy smartly
integrates the advantages of self-assembly and cross-linking in a
single fullerene-based molecule and shows promise in producing
highly efficient inverted PSCs.

’EXPERIMENTAL SECTION

General Measurement and Characterization. IR spectra
were collected on a PerkinElmer Spectrum One Fourier transform
infrared (FT-IR) spectrometer, and the samples were prepared on top of
the polished CaF2 discs for thin-film study. Surface topography was
investigated by use of a Veeco Nanoscope 3100 AFM and standard tips
(type Tap 300; L, 135 μm; FREQ, 300MHz; k, 40 N/m). Contact angle
measurement was performed with Face Model CAM-Micro by calculat-
ing the tangent line of the drop profile. Differential scanning calorimetry
(DSC) was measured on TA Q200 Instrument under a nitrogen
atmosphere at a heating rate of 10 �C/min. XPS data were measured
by Auger Electron Microprobe from VG Scientific Microlab 350.
Device Fabrication. The TiOx was prepared by a sol-gel proce-

dure from titanium(IV) isopropoxide (TTIP). The solar cell devices
were fabricated under optimized conditions according to the following
procedure: Indium tin oxide- (ITO-) coated glass substrate was first
cleaned with detergent; ultrasonicated in DI water, acetone, and
isopropyl alcohol for 10 min, respectively; and subsequently dried in
an oven overnight. Nanosized TiOx thin films with a thickness of ca. 50
nm were prepared by spin-coating the sol-gel precursor solution at
2000 rpm on top of the ITO substrate. The films were heated at 200 �C
for 5 min in nitrogen atmosphere and then sintered at 450 �C for 1 h in
air. During this process the precursor converts to solid-state TiOx (i.e.,
gel of TiOx) and forms a transparent nanoparticle TiOx thin film. For
devices fabricated with a C-PCBOD interlayer, an o-DCB solution
containing PCBOD and diphenyliodonium hexafluoroarsenate (6 wt
% to PCBOD) was spin-cast on the TiOx film to form a thin film with a
thickness of ca. 10 nm. Subsequently, the as-cast film was heated at
140 �C for 30 min and UV treatment for 40 s in the glovebox for cross-
linking. For devices fabricated with a self-assembled PCBO monolayer,
an o-DCB solution containing PCBO and the photoacid generator (6 wt
% to PCBO) was spin-cast on the TiOx film to form a thin film.
Subsequently, the as-cast film was heated at 140 �C for 30 min and UV-

treated for 40 s in the glovebox. The samples were then sonicated in
THF solution for 1 min to remove any physically absorbed SAM
molecules. For devices A, B, and C, o-DCB solution containing a mixture
of P3HT/PC61BM (1:1, w/w) was then spin-cast to form a 250-nm thin
film on top of the TiOx, SA-PCBO, and C-PCBOD thin films,
respectively. After thermal annealing at 140 �C for 15 min in the
glovebox, theMoO3 layer (7 nm) was evaporated thermally at a pressure
below 10-6. Finally, the top electrode, made of Ag film (100 nm thick),
was evaporated thermally at a pressure below 10-6 Torr. The devices
without encapsulation were characterized in the ambient condition.
Current-voltage characteristics were measured on a Keithley 2400
SMU under the irradiation of AM 1.5G San-Yi solar simulator with JIS
AAA spectrum. The characteristics of the solar cells were optimized by
testing approximately 50 cells.
3-[(3-Bromopropoxy)methyl]-3-methyloxetane (3). To a

solution of sodium hydroxide (65.0 g, 1.625 mol) in water (100 mL)
were added 3-methyl-3-oxetanemethanol 1 (10 g, 0.098 mol), 1,3-
dibromopropane 2 (59.3 g, 0.294 mol), tetrabutylammonium bromide
(0.5 g), and hexane (100 mL). The mixture was stirred for 24 h at room
temperature and then refluxed for 30 min. After the solution was cooled
to room temperature, water (100 mL) was added to the solution. The
solution was extracted with hexane (100mL� 3), and water (150 mL�
2). The combined organic layer was dried over MgSO4. After removal of
the solvent under reduced pressure, the residue was purified by distilla-
tion under reduced pressure (0.18 Torr, 80 �C) to get colorless liquid 3
(12 g, 55%). 1H NMR (300 MHz, CDCl3, δ): 1.30 (s, 3H), 2.07-2.15
(m, 2H), 3.46 (s, 2H), 3.51 (t, 2H, J = 6 Hz), 3.59 (t, 2H, J = 6 Hz), 4.34
(d, 2H, J = 5.7Hz), 4.50 (d, 2H, J = 5.7Hz). 13CNMR (75MHz, CDCl3,
δ): 21.3, 30.6, 32.6, 39.9, 68.6, 76.2, 80.0, 80.1.
{3,5-Bis{3-[(3-methyloxetan-3-yl)methoxy]propoxy}ph-

enyl}methanol (5). A solution of 3,5-dihydroxybenzyl alcohol 4 (0.2
g, 1.43 mmol) and K2CO3 (1.18 g, 8.54 mmol) in acetonitrile (25 mL)
was refluxed for 1 h, and then compound 3 (0.7 g, 3.14 mmol), and a
trace amount of KI were added. The solution was then refluxed for 24 h.
After the solution was cooled to room temperature, the white solid was
filtered off and the filtrate was extracted by ethyl acetate. After removal of
the solvent under reduced pressure, the residue was purified by column
chromatography on silica gel (hexane/ethyl acetate, 2/1 v/v) to give a
brown oil 5 (0.42 g, 69%). 1HNMR (300MHz, CDCl3, δ): 1.28 (s, 6H),
2.00-2.26 (m, 4H), 2.26 (s, 1H), 3.47 (s, 4H), 3.73 (t, 4H, J = 6 Hz),
4.09 (t, 4H, J = 6 Hz), 4.33 (d, 4H, J = 5.7 Hz), 4.50 (d, 4H, J = 5.7 Hz),
4.59 (s, 2H), 6.37 (s, 1H), 6.51 (s, 2H). 13CNMR (75MHz, CDCl3, δ):
21.3, 29.5, 39.8, 64.8, 65.2, 67.8, 76.0, 80.1, 100.6, 105.1, 143.5, 160.3. EI-
MS [m/z (%)]: calcd for C23H36O7, 424.53; found, 424.
[6,6]-Phenyl-C61-butyric Oxetane Dendron Ester

(PCBOD). To a solution of PCBA (0.1 g, 0.11 mmol), 5 (0.043 g,
0.1 mmol), and 4-(dimethylamino)pyridine (0.014 g, 0.11mmol) in 1,2-
dichlorobenzene (40 mL) was added N,N0-dicyclohexylcarbodiimide

Figure 6. AFM tapping-mode height images of (a) the surface of bare TiOx, (b) a SA-PCBO on top of the TiOx, and (c) a C-PCBOD thin film on top of
the TiOx.

http://pubs.acs.org/action/showImage?doi=10.1021/cm1032404&iName=master.img-007.jpg&w=400&h=125
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(0.023 g, 0.11 mmol) at 0 �C. The solution was then stirred at room
temperature for 24 h. After removal of the solvent under reduced
pressure, the residue was purified by silica gel chromatography with
toluene/ethyl acetate (10/1 v/v) as the eluent. The product was
redissolved in toluene and precipitated out by adding the solution into
methanol (250 mL) to give a brown solid, PCBOD (0.1 g, 76%). 1H
NMR (300 MHz, CDCl3, δ): 1.30 (s, 1H), 2.0-2.09 (m, 4H), 2.17-
2.23 (m, 2H), 2.58 (t, 2H, J = 7.4 Hz), 2.92 (t, 2H, J = 8.3 Hz), 3.49 (s,
4H), 3.64 (t, 4H, J = 6 Hz), 4.03 (t, 4H, J = 6 Hz), 4.34 (d, 4H, J = 5.7
Hz), 4.50 (d, 4 H, J = 5.7 Hz), 5.03 (s, 2H), 6.39 (s, 1H), 6.47 (s, 2H),
7.47-7.56 (m, 3H), 7.92 (d, 2H, J = 9 Hz). 13C NMR (125 MHz,
CDCl3, δ): 21.4, 22.3, 29.6, 29.7, 33.6, 34.0, 39.9, 51.8, 64.9, 66.3, 67.9,
76.2, 79.9, 80.1, 101.0, 106.6, 128.3, 128.4, 132.1, 136.7, 137.6, 138.0,
138.1, 140.7, 141.0, 142.09, 142.1, 142.17, 142.2, 142.9, 142.93, 142.96,
143.0, 143.04, 143.7, 143.75, 144.0, 144.4, 144.5, 144.65, 144.7, 144.8,
145.0, 145.07, 145.12, 145.2, 145.8, 147.8, 148.8, 160.3, 172.8.
[6,6]-Phenyl-C61-butyric Oxetane Ester (PCBO). To a sus-

pension of PCBA (115mg, 0.132mmol) in dry carbon disulfide (37mL)
under nitrogen was added thionyl chloride (37 mL) at room tempera-
ture. The resulting mixture was heated at reflux for 18 h and the volatile
components were removed on a rotary evaporator. To the residue were
added dry toluene (12.5 mL), pyridine (0.5 mL), and then 3-methyl-3-
oxetanemethanol 1 (33 mg, 0.32 mmol). The reaction was stirred at
room temperature for 20 h and the solvent was removed. The residue
was purified by column chromatography on silica gel (hexane/ethyl
acetate, 10/1 v/v) to give a brown powder, PCBO (59 mg, 46%); mp
142 �C. 1H NMR (CDCl3, 300 MHz, δ): 1.31 (s, 3H), 2.18-2.24 (m,
2H), 2.58 (t, 2H, J = 7.5 Hz), 2.89-2.95 (m, 2H), 4.17 (s, 2H), 4.37 (d,
2H, J = 6.0 Hz), 4.39 (d, 2H, J = 6.0 Hz), 7.47-7.58 (m, 3H), 7.93 (d,
2H, J = 9.0 Hz); 13C NMR (CDCl3, 75 MHz, δ): 21.2, 22.4, 33.6, 34.0,
39.0, 51.8, 68.7, 79.5, 79.8, 128.3, 128.4, 132.1, 136.7, 137.6, 138.0, 140.7,
141.0, 142.1, 142.16, 142.2, 142.9, 142.98, 143.0, 143.1, 143.7, 144.0,
144.4, 144.5, 144.7, 144.8, 145.0, 145.1, 145.2, 145.8, 147.7, 148.7, 173.1.
Anal. calcd for C76H20O3: C 77.48, H 10.28. Found: C 77.81, H 9.65.
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